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Mr. Barry H. Spry 
Environmental Compliance Manager 
Maxxim Shared Services, LLC 
5703 Crutchfield Drive 
Norton, Virginia 24273 

Dear Mr. Spry: 

Attached is a renewal Title V permit to operate your facility pursuant to 9 VAC 5 Chapter 80 of 
the Virginia Regulations for the Control and Abatement of Air Pollution. 

This permit contains legally enforceable conditions. Failure to comply may result in a Notice of 
Violation and civil penalty. Please read all conditions carefully. 

This approval to operate does not relieve Dickenson-Russell Coal Company, LLC ofthe 
responsibility to comply with all other local, state, and federal permit regulations. 

Issuance ofthis permit is a case decision. The Regulations, at 9 VAC 5-170-200, provide that yoi 
may request a formal hearing from this case decision by filing a petition with the Board within 30 days 
after this permit is mailed or delivered to you. Please consult that and other relevant provisions for 
additional requirements for such requests. 

Additionally, as provided by Rule 2A:2 of the Supreme Court of Virginia, you have 30 days from 
the date you actually received this permit or the date on which it was mailed to you, whichever occurred 
first, within which to initiate an appeal to court by filing a Notice of Appeal with: 

In the event that you receive this permit by mail, three days are added to the period in which to file 
an appeal. Please refer to Part Two A ofthe Rules ofthe Supreme Court of Virginia for additional 
information including filing dates and the required content ofthe Notice of Appeal. 

Location: Dickenson County, Virginia 
Registration No.: 10804 

Mr. David K. Paylor, Director 
Department of Environmental Quality 
P. O. Box 1105 
Richmond, VA 23218 



Mr. Barry Spry 
September 15,2015 
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The portable diesel generator (RICE-4) used to power mine ventilation may become subject to 9 
VAC 5-80, Article 6 permitting as a stationary source when the unit has been on-site for more than 12 
consecutive months. At that point, the unit will no longer meet the definition of a nonroad engine, and the 
need for an application for an Article 6 permit using Form 7 is expected. 

Links to pertinent federal regulations which contain applicable requirements for units at the 
facility are given below: 

MACT ZZZZ, NSPS IIII, and NSPS JJJJ - http://www.epa.gov/ttn/atw/icengines/ 

Compliance with these regulations is required by the terms of this permit. 

If you have any questions concerning this permit, please contact me at 276-676-4835. 

Rob Feagins 
Air Permit Manager 

GRF/ECM/10804VA-14.FNL.docx 

Attachments: Permit 
NSPS Subparts Y 

cc: Director, OAPP (electronic file submission) 
Manager, Data Analysis (electronic file submission) 
Chief, Air Enforcement Branch (3API3), U.S. EPA, Region III 



COMMONWEALTH of VIRGINIA 

DEPARTMENT OF ENVIRONMENTAL QUALITY 
Molly Joseph Ward SOUTHWEST REGIONAL OFFICE David K Pavlor 

Secretary of Natural Resources 355-A Deadmore Street, Abingdon, Virginia 24210 Director 
Phone (276) 676-4800 Fax (276) 676-4899 

www.deq.virginia.gov Allen J. Newman, P.E. 
Regional Director 

Federal Operating Permit 
Article 1 

This permit is based upon the requirements of Title V ofthe Federal Clean Air Act and Chapter 80, 
Article 1, of the Commonwealth of Virginia Regulations for the Control and Abatement of Air Pollution. 
Until such time as this permit is reopened and revised, modified, revoked, terminated or expires, the 
permittee is authorized to operate in accordance with the terms and conditions contained herein. This 
permit is issued under the authority of Title 10.1, Chapter 13, §10.1-1322 ofthe Air Pollution Control 
Law of Virginia. This permit is issued consistent with the Administrative Process Act, and 9 VAC 5-80-
50 through 9 VAC 5-80-300 of the State Air Pollution Control Board Regulations for the Control and 
Abatement of Air Pollution of the Commonwealth of Virginia. 

Authorization to operate a Stationary Source of Air Pollution as described in this permit is hereby granted 
to: 

Permittee Name: Dickenson-Russell Coal Company, LLC 
Facility Name: McClure River Preparation Plant 
Facility Location: 2079 Herndon Road, McClure, Virginia 
Registration Number: 10804 
Permit Number: SWRO10804 

Effective Date: September 15,2015 
Expiration Date: September 14,2020 

This permit includes the following programs: 

Federally Enforceable Requirements - Clean Air Act (Pages 1 through 44) 

Regional 
/ Nfo>U~i^^ 
director 

September 15.2015 
Signature Date 

Table of Contents, 1 page 
Permit Conditions, 44 pages 
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Facility In fo rmat ion 

Permittee 
Dickenson-Russell Coal Company, LLC 
P.O. Box 655 
Norton, Virginia 24273 

Responsible Official 
Mr. Barry Spry 

Environmental Compliance Manager 

Facility 
McClure River Preparation Plant 
2079 Herndon Road 
McClure, Virginia 24269 

Contact Person 
Mr. Barry Spry 
Environmental Compliance Manager 
276-679-7030 

County-Plant Identification Number: 51-051 -00019 

Facility Description: NAICS Code: 212111 - Bituminous Coal Cleaning Plants; 
NAICS Code: 212112 - Bituminous Coal Underground Mining 

The facility cleans and dries coal prior to shipment by railcar and truck. The facility utilizes a 
thermal dryer to dry the coal cleaned by the wet preparation plant that includes froth flotation 
and vacuum filtration. 
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Emission Units 

Equipment to be operated consists of: 

Emission 
Unit ID 

Stack 
D3 

Emission Unit Description Size/Rated 
Capacity 

Pollution Control Device 
Description (PCD) 

PCD 
ID 

PoUutant(s) 
Controlled 

Applicable 
Permit Date 

1 — Mine Raw Belt 1500 TPH Wet suppression or equivalent PM/PM-10 
2 — Mid-Vol Breaker 800 TPH Wet suppression or equivalent PM/PM-10 
2A — Rotary Breaker 1500 TPH Wet suppression or equivalent PM/PM-10 — 
2D — Mine Rock Bin 200 TPH Wet suppression or equivalent PM/PM-10 
2E — Sample Belt 25 TPH Wet suppression or equivalent PM/PM-10 
3 Mine Raw Transfer Belt 2300 TPH Wet suppression or equivalent PM/PM-10 
4 — Shakeout/Truck Dump 1500 TPH Wet suppression or equivalent PM/PM-10 
5 — Foreign Belt 1500 TPH Wet suppression or equivalent PM/PM-10 
6 — Foreign Breaker Building 1500 TPH Wet suppression or equivalent PM/PM-10 
6A — Foreign Rock Chute 200 TPH Wet suppression or equivalent PM/PM-10 
6B — Foreign Rock Bin 200 TPH Wet suppression or equivalent PM/PM-10 
7 — Foreign Raw Belt 1500 TPH Wet suppression or equivalent PM/PM-10 
8 . — Plant Feed Belt 1400 TPH Wet suppression or equivalent PM/PM-10 
10 — Preparation Building 1400 TPH Wet suppression or equivalent — PM/PM-10 
11 Silo 1 Feed (Midds Storage) 

Belt 
400 TPH Wet suppression or equivalent PM/PM-10 

12 — Dryer Fed Belt 800 TPH Wet suppression or equivalent PM/PM-10 
13 13-1 Thermal Dryer - ENI Coal 

#10 
411.3 TPH Cyclone 

Wet Scrubber 
Mist Eliminator 

13-1 
13-2 
13-3 

PM.PM-10, 
S02 

04/02/1984 

13A 13-1 Thermal Dryer - Coal 130 MMBtu/hr Cyclone 
Wet Scrubber 
Mist Eliminator 

13-1 
13-2 
13-3 

PM.PM-10, 
S02 

04/02/1984 
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Emission 
Unit ID 

14 

IE 
"l6B 
17 
18 
~W 
20 

H 
~23 

~24 

IT 
IF 
~28A 

Stack 
ID 

TT-i 

Emission Unit Description 

Thermal Dryer - Oil/Elect. 

Refuse Belt 1 
Refuse Belt 2 
Refuse Bin 
Silo 2 Feed BelT 
Silo 1 
Silo 2 
Foreign Clean Belt In 
(Chute) 

Loadout Belt 
Loadout 
Dryer Bypass Chute 
Roads 
Mine Clean Belt 
Top of Silo Transfer Belt 

Size/Rated 
Capacity 

12MMBtu/hr 

800 TPH 
800 TPH 
800 TPH 
800 TPH 

800 TPH 
800 TPH 
800 TPH 

1200 TPH 
1200 TPH 
800 TPH 

800 TPH 
800 TPH 

Pollution Control Device 
Description (PCD) 

Cyclone 
Wet Scrubber 
Mist Eliminator 

Wet suppression or equivalent 

Wet suppression or equivalent 
Wet suppression or equivalent 
Wet suppression or equivalent 
Wet suppression or equivalent 
Wet suppression or equivalent 
Wet suppression or equivalent 

Wet suppression or equivalent 
Wet suppression or equivalent 
Wet suppression or equivalent 
Wet suppression 
Wet suppression or equivalent 
Wet suppression or equivalent 

PCD 
ID 

13-2 
13-3 

PoIIutant(s) 
Controlled 

PM.PM-10, 
S02 

PM^M-10 
PM/PM-10 
PM/PM-10 
PM/PM-10 

PM/PM-10 
PM/PM-10 
PM/PM-10 

PM/PM-10 
PM/PM-10 
PM/PM-10 
PM/PM-10 
PM/PM-10 
PM/PM-10 

Applicable 
Permit Date 

04/02/1984 

Clean Coal Transfer Belt 800 TPH Wet suppression or equivalent PM/PM-10 
Midds Collection Belt 400 TPH Wet suppression or equivalent PM/PM-10 
Raw Storage Pile 3800 TPH Wet suppression PM/PM-10 
Clean Storage Pile 3800 TPH Wet suppression PM/PM-10 
Refuse Pile 800 TPH Wet suppression PM/PM-10 
42"Conveyor 1,800 TPH Partial enclosure with wet 

suppression or wet material 
PM/PM10 05/09/11 for Reg. 

No. 11690 
42"Conveyor 1,800 TPH Partial enclosure with wet 

suppression or wet material 
PM/PM10 05/09/11 for Reg. 

No. 11690 
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Size/Rated 
Capacity 

Pollution Control Device 
Description (PCD) 

PCD 

ro 
PoIIutant(s) 
Controlled 

Applicable 
Permit Date 

DMTB-3 

DMTB-4 

DMTB-5 

DMTB-6 

DMSCR-
1 

42" Conveyor 

42" Conveyor 

1,800 TPH 

1,800 TPH 

43"Conveyor 

42" Conveyor 

8' x 20' Vibrating Screen 

1,500 TPH 

1,800 TPH 

1,800 TPH 

Partial enclosure with wet 
suppression or wet material 

Partial enclosure with wet 
suppression or wet material 
Partial enclosure with wet 
suppression or wet material 
Partial enclosure with wet 
suppression or wet material 

Partial enclosure with wet 
suppression or wet material 

PM7PM10 

PM7PM10 

05/09/11 for Reg. 
No. 11690 

05/09/11 for Reg. 
No. 11690 

PM/PM10 

PM/PM10 

05/09/11 for Reg. 
No. 11690 

05/09/11 for Reg. 
No. 11690 

PM7PM10 05/09/11 for Reg. 
No. 11690 

Conveyor Belt 200 TPH Wet suppression or full 
enclosure 

PM/PM-10 01/30/2015 

Steel Bin 

Refuse Belt 3 
200 TPH 
800 TPH 

Wet suppression PM/PM-10 01/30/2015 

25 
"26" 

Wet suppression or full 
enclosure 

PM/PM-10 01/30/2015 

Dump Bin 

48" Conveyor 
800 TPH 

800 TPH 
Partial enclosure 
Wet suppression or full 
enclosure 

PM/PM-10 

PM/PM-10 
01/30/2015 
01/30/2015 

Minds Belt 300 TPH 

300 TPH 

Wet suppression or full 
enclosure 

PM/PM-10 01/30/2015 

Midds Bin Wet suppression PM/PMrlO 01/30/2015 
Misc Miscellaneous (wet) coal 

processing equipment 
Wet suppression PM/PM-10 04/02/1984 

RICE-2 Emergency SI RICE Office 
Mine Tracking Backup LPG 

165 HP 

RICE-3 Emergency SI RICE Hoist 
Backup,LPG-fired 

183 HP 

2695 HP Portable Diesel Emergency CI 
RICE Mine Vent Generator 



Emission 
Unit ID 

SBDM2 

SBDM3 

SBDM4 

Stack 
ID 
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Emission Unit Description 

Spraddle Branch Raw Coal 
Truck Loading 

Spraddle Branch Raw Coal ] 1000 T/hr 
Storage Pile 

Spraddle Branch Mine 
Ventilation System 

Spraddle Branch Generac I 32 Hp 
Model 05524 propane-fired 
emergency generator 

'The Size/Rated capacity is provided for informational purposes only, and is not an applicable requirement 

Wet suppression 

Enclosure and wet conditions 

PCD 
ID 

Pollutant(s) 
Controlled 
PM/PM-10 

PM/PM-10 

PM/PM-10 

01/30/15 

01/30/15 

01/30/15 

01/30/15 
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Thermal Dryer Requirements - Unit #13 

1. Thermal Dryer Requirements - Unit #13 - Limitations - Particulate emissions from the 
thermal coal dryer shall be controlled by four Research-Cottrell, Inc., Flex-Kleen Model 
Quad 82 cyclones, one American Air Filter, Type S Kinpactor (wet scrubber) and a mist 
eliminator. The cyclones and scrubber shall be provided with adequate access for 
inspection. 
(9 V AC 5-80-110 and Specific Condition 7 of April 2,1984 permit) 

2. Thermal Dryer Requirements - Unit #13 - Limitations - The approved fuel for the 
;. thermal coal dryer shall be coal. A change in the fuel may require a permit to modify and 

operate. J 

(9 VAC 5-80-110 and Specific Condition 9 of April 2,1984 permit) 

3. Thermal Dryer Requirements - Unit #13 - Limitations - Hours of operation shall not 
exceed 240 days per year and 5760 hours per year. Annual hours of operation shall be 
determined on a consecutive 12-month basis. 
(9 VAC 5-80-110 and Specific Condition 4 of April 2,1984 permit) 

4. Thermal Dryer Requirements - Unit #13 - Limitations - Action must be taken by 
Dickenson-Russell Coal Company, LLC to continuously ensure that the general public is 
completely and effectively prohibited from those property locations on which the maximum 
concentrations of sulfur dioxide and particulate matter exceed the allowable PSD increment 
for those pollutants. Those measures specified in Pittston's letters dated April 11,1979 and 
June 15, 1979, along with any other physical constraints (measures) are required, so that the 
required plant locations are made physically inaccessible to the public. The April 11 1979 
and June 15,1979, letters from The Pittston Company Coal Group to the U.S. 
Environmental Protection Agency Region III are hereby incorporated by reference into this 
permit. 
(9 VAC 5-80-110 and Specific Condition 14 of April 2,1984 permit) 

5. Thermal Dryer Requirements - Unit #13 - Limitations - Visible emissions from the 
thermal dryer shall not exceed 20 percent opacity. 
(9 VAC 5-80-110,9 VAC 5-50-410 Subpart Y, 40 CFR 60.252, and Specific Condition 12 
of April 2,1984 permit) 

6. Thermal Dryer Requirements - Unit #13 - Limitations - Emissions from the operation 
ofthe thermal dryer shall not exceed the limits specified below: 

Particulate Matter 0.031 gr/dscf 181bs/hr 52.1 tons/yr 

Sulfur Dioxide 44.5 lbs/hr 128.1 tons/yr 

Nitrogen Dioxide 67.5 lbs/hr 194.4 tons/yr 
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Annual emissions shall be determined on a consecutive 12-month basis 
(9 VAC 5-80-110,40 CFR 60.252 and Specific Condition 6 of April 2,1984 permit) 

7. Thermal Dryer Requirements - Unit #13 - Monitoring - The permittee shall install, 
calibrate, maintain and continuously operate the following: 

a. A monitoring device for the continuous measurement of the temperature of the gas at 
the exit ofthe thermal dryer. The monitoring device is to be certified by the 
manufacturer or authorized representative to be accurate within ±3° Fahrenheit. 

b. A monitoring device for the continuous measurement ofthe pressure loss through the 
venturi constriction ofthe control equipment. The monitoring device is to be certified 
by the manufacturer or authorized representative to be accurate within +1 inch water 
gage. 

c. A monitoring device for the continuous measurement of the water supply pressure to 
the control equipment. The monitoring device is to be certified by the manufacturer or 
authorized representative to be accurate within ±5% of design water supply pressure. 
The pressure sensor or tap must be located close to the water discharge point. 

The monitoring devices listed in a, b, and c are to be recalibrated annually in accordance 
with procedures under §60.13(b). 
(9 VAC 5-80-110,9 VAC 5-50-410 Subpart Y, 40 CFR 60.253, and Specific Condition 11 
and General Condition 5 of April 2,1984 permit) 

8. Thermal Dryer Requirements - Unit #13 - Monitoring - Cyclones and Mist Eliminator: 
An annual internal inspection shall be conducted on the cyclones and the mist eliminator by 
the permittee to ensure structural integrity. 
(9 VAC 5-80-110) 

9. Thermal Dryer Requirements - Unit #13 - Monitoring - The permittee shall visually 
observe the thermal dryer exhaust at least once each consecutive 14-day period to 
determine if the unit has any visible emissions (does not include condensed water 
vapor/steam). If the thermal dryer is not in operation at the time ofthe observation the 
record made shall so indicate. If visible emissions are observed during these required 
observations, then a visible emissions evaluation (VEE) in accordance with 40 CFR 60 
Appendix A, Method 9, shall be conducted. The VEE shall be conducted for a minimum of 
six (6) minutes. If any ofthe observations exceed 20 percent opacity, the VEE shall be 
conducted for a total of sixty (60) minutes. A Method 9 evaluation shall not be required if 
the visible emissions condition is corrected as expeditiously as possible such that no visible 
emissions exist; the emissions unit is operating at normal conditions; and the cause and 
corrective measures taken are recorded. The record of each visible emission observation 
shall be maintained, including any data required by 40 CFR 60 Appendix A, Method 22 or 
Method 9, whichever is appropriate. The record shall include, at a minimum, the date, 
time, name ofthe emission unit, the applicable emissions requirement, the results ofthe 
observation and the name of the observer. 
(9 VAC 5-80-110 K) 
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10. Thermal Dryer Requirements - Unit #13 - Monitoring - The particulate matter 
collection efficiencies for the cyclones and the American Air Filter Kinpactor and Mist 
Eliminator are 90 percent and 99.8 percent, respectively. 
(9 VAC 5-80-110 and Specific Condition 15 of April 2,1984 permit) 

11. Thermal Dryer Requirements - Unit #13 - Monitoring - The dryer and venturi scrubber 
shall be operated according to design specifications and parameters specified in the permit 
application dated June 22,1976, and any amendments thereto. 
(9 VAC 5-80-110 and Specific Conditions 5 and 8 of April 2,1984 permit) 

12. Thermal Dryer Requirements - Unit #13 - Compliance Assurance Monitoring (CAM) 
- The permittee shall monitor, operate, calibrate and maintain the scrubber monitoring 
devices according to the following: 



Thermal Dryer (Unit #13) Compliance Assurance Monitoring Plan 
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I . Indicator 
A. Measurement Approach 

n. Indicator Range 

III. Performance Criteria 
A. Data Representativeness 

B. Verification of 
Operational Status 

QA/QC Practices and 
Criteria 

D. Monitoring Frequence 
E. Data Collection 

Procedures 
F. Averaging Period 

Indicator No. 1 
Exhaust Gas Temperature 
Temperature measurement device 
An excursion is defined as an 

exhaust gas temperature 
exceeding 200°F 

The temperature measurement 
device monitors the 
temperature of the gas at the 
exit of the thermal dryer 

The monitoring device shall be 
installed and calibrated 
according to the 
manufacturer's or 
authorized representative's 
recommendations prior to 
the initial performance tests 

The device is to be certified by the 
manufacturer to be accurate 
within ±3° Fahrenheit and 
calibrated annually based 
on manufacturer's or 
authorized representative's 
recommendations 

Measure continuously 
Record continuously on a chart 

recorder 
\fone 

(9 VAC 5-80-110 and 40 CFR 64) 

Indicator No. 2 
Pressure Loss 
Differential pressure gauge 
An excursion is defined as a 

pressure loss through the 
scrubber of less than 20 and 
greater than 50 inches water 
column 

The differential pressure gauge 
monitors the static pressures 

upstream and downstream ofthe 
scrubber's venturi throat 

The monitoring device shall be 
installed and calibrated 
according to the 
manufacturer's or 
authorized representative's 
recommendations prior to 
the initial performance tests 

The device is to be certified by the 
manufacturer to be accurate 
within ± 1 inch water gage 
and calibrated annually 
based on manufacturer's or 
authorized representative's 
recommendations 

Measure continuously 
Record continuously on a chart 

recorder 
None 

Indicator No. 3 
Water Supply Pressure 
Pressure gauge 
An excursion is defined as a water 

supply gauge pressure of less 
than 15 pounds per square inch 

The water pressure gauge monitors 
water supply pressure to the 
scrubber. The gauge is to be 
located close to the water 
discharge point 

The monitoring device shall be 
installed and calibrated 
according to the 
manufacturer's or authorized 
representative's 
recommendations prior to the 
initial performance tests 

The device is to be certified by the 
manufacturer to be accurate 
within ± 5% of design water 
supply pressure and calibrated 
annually based on 
manufacturer's or authorized 
representative's 
recommendations 

Measure continuously 
Record continuously on a chart 

recorder 
None 
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13. Thermal Dryer Requirements - Unit #13 - Compliance Assurance Monitoring (CAM) -
The permittee shall conduct the monitoring and fulfill the other obligations specified in 40 
CFR 64.7 through 40 CFR 64.9. 
(9 VAC 5-80-110 E and 40 CFR 64.6 (c)) 

14. Thermal Dryer Requirements - Unit #13 - Compliance Assurance Monitoring (CAM) -
At all times, the permittee shall maintain the monitoring equipment, including, but not 
limited to, maintaining necessary parts for routine repairs ofthe monitoring equipment 
(9 VAC 5-80-110 E and 40 CFR 64.7(b)) 8 4 P 

15 Thermal Dryer Requirements - Unit #13 - Compliance Assurance Monitoring (CAM) -
Except for, as applicable, monitoring malfunctions, associated repairs, and required quality 
assurance or control activities (including, as applicable, calibration checks and required zero 
and span adjustments), the permittee shall conduct all monitoring in continuous operation (or 
shall collect data at all required intervals) at all times that the thermal dryer is operating. 
Data recorded during monitoring malfunctions, associated repairs, and required quality 
assurance or control activities shall not be used for purposes of compliance assurance 
monitoring, including data averages and calculations, or fulfilling a minimum data 
availability requirement, if applicable. The permittee shall use all the data collected during 
all other periods in assessing the operation of the control device and associated control 
system. A monitoring malfunction is any sudden, infrequent, not reasonably preventable 
failure ofthe monitoring to provide valid data. Monitoring failures that are caused in part by 
inadequate maintenance or improper operation are not malfunctions 
(9 VAC 5-80-110 E and 40 CFR 64.7 (c)) 

16. Thermal Dryer Requirements - Unit #13 - Compliance Assurance Monitoring (CAM) -
Upon detecting an excursion or exceedance, the permittee shall restore operation ofthe 
thermal dryer (including the control device and associated capture system) to its normal or 
usual manner of operation as expeditiously as practicable in accordance with good air 
pollution control practices for minimizing emissions. The response shall include minimizing 
the period of any startup, shutdown or malfunction and taking any necessary corrective 
actions to restore normal operation and prevent the likely recurrence ofthe cause of an 
excursion or exceedance (other than those caused by excused startup and shutdown 
conditions). Such actions may include initial inspection and evaluation, recording that 
operations returned to normal without operator action (such as through response by a 
computerized distribution control system), or any necessary follow-up actions to return 
operation to within the indicator, designated condition, or below the applicable emission 
limitation or standard, as applicable. 
(9 VAC 5-80-110 E and 40 CFR 64.7 (d)(1)) 

17. Thermal Dryer Requirements - Unit #13 - Compliance Assurance Monitoring (CAM) -
Determination that acceptable procedures were used in response to an excursion or 
exceedance will be based on information available, which may include but is not limited to, 
monitoring results, review of operation and maintenance procedures and records, and 
inspection ofthe control device, associated capture system, and the process 
(9 VAC 5-80-110 E and 40 CFR 64.7(d)(2)) 
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18. Thermal Dryer Requirements - Unit #13 - Compliance Assurance Monitoring (CAM) -
If the permittee identifies a failure to achieve compliance with an emission limitation or 
standard for which the approved monitoring did not provide an indication of an excursion or 
exceedance while providing valid data, or the results of compliance or performance testing 
document a need to modify the existing indicator ranges or designated conditions, the 
permittee shall promptly notify the Director, Southwest Regional Office and, if necessary, 
submit a proposed modification to this permit to address the necessary monitoring changes 
Such a modification may include, but is not limited to, reestablishing indicator ranges or 
designated conditions, modifying the frequency of conducting monitoring and collecting 
data, or the momtoring of additional parameters. 
(9 VAC 5-80-110 E and 40 CFR 64.7(e)) 

19. Thermal Dryer Requirements - Unit #13 - Compliance Assurance Monitoring (CAM) -
If the number of exceedances or excursions exceeds 5 percent duration ofthe operating time 
for the thermal dryer for a semiannual reporting period, the permittee shall develop, 
implement and maintain a Quality Improvement Plan (QIP) in accordance with 40 CFR 
64.8. If a QIP is required, the permittee shall have it available for inspection. The QIP 
initially shall include procedures for evaluating the control performance problems and, based 
on the results ofthe evaluation procedures, the permittee shall modify the plan to include 
procedures for conducting one or more of the following, as appropriate: 

a. Improved preventative maintenance practices; 

b. Process operation changes; 

c. Appropriate improvements to control methods; 

d. Other steps appropriate to correct control performance; and 

e. More frequent or improved monitoring. 

(9 VAC 5-80-110 E and 40 CFR 64.8(a) and (b)) 

»0. Thermal Dryer Requirements - Unit #13 - Recordkeeping - The permittee shall maintain 
records of all emission data and operating parameters necessary to demonstrate compliance 
with this permit. The content and format of such records shall be arranged with the Director 
Southwest Regional Office. These records shall include, but are not limited to: 

a. The annual amount of coal consumed by the thermal dryer, calculated monthly as the 
sum of each consecutive 12-month period. 

b. The annual production of dried coal, calculated monthly as the sum of each consecutive 
12-month period. 

c. The annual hours and days of operation ofthe thermal dryer, calculated monthly as the 
sum of each consecutive 12-month period. 
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d. The results ofthe annual calibration ofthe thermal dryer measurement devices as 
specified in Condition 7. 

e. The log of annual inspections for each cyclone and the mist eliminator. 

f. The log of visible emissions observations and the results of all VEEs for the thermal 
dryer as required in Condition 9. 

These records shall be available on-site for inspection by the DEQ and shall be current for 
the most recent five (5) years. 
(9 VAC 5-50-50 and 9 VAC 5̂ 80-110) 

21. Process Equipment Requirements - Unit #13 - Compliance Assurance Monitoring 
(CAM) Recordkeeping - The permittee shall maintain records of monitoring data, monitor 
performance data, corrective actions taken, any written quality improvement plan (QIP) 
required pursuant to §64.8 and any activities undertaken to implement a quality 
improvement plan (QIP), and other supporting information required to be maintained under 
this part (such as data used to document the adequacy of monitoring, or records of 
monitoring maintenance or corrective actions). 
(9 VAC 5-80-110 E and 40 CFR 64.9(b)) 

22. Thermal Dryer Requirements - Unit #13 - Testing - The permitted facility shall be 
constructed so as to allow for emissions testing at any time using appropriate methods. Upon 
request from the Department, test ports shall be provided at the appropriate locations 
(9 VAC 5-50-30 and 9 VAC 5-80-110) 

23. Thermal Dryer Requirements - Unit #13 - Testing - A performance test shall be 
conducted once every five years, prior to and within six months of submittal ofthe Title V 
permit renewal application, for particulate matter, sulfur dioxide, and nitrogen oxides on the 
thermal dryer to determine compliance with the emission limits specified in Condition 6. 
The tests shall be conducted while the thermal dryer is in normal operation. Tests shall be 
conducted and reported and data reduced as set forth in 9 VAC 5-50-30 and the test methods 
and procedures contained in each applicable section or subpart listed in 9 VAC 5-50-410. 
The details ofthe tests are to be arranged with the Director, Southwest Regional Office. The 
permittee shall submit a test protocol at least thirty (30) days prior to testing. Two (2) copies 
ofthe test results shall be submitted to the Director, Southwest Regional Office within 45 
days after test completion and shall conform to the test report format enclosed with this 
permit. 
(9 VAC 5-80-110) 
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Emergency Engine Requirements - (Ref. Nos. RICE-2, RICE-3, RICE-4, SBDM4) 

24. Process Equipment Requirements - (SBDM4) - Limitations - The approved fuel for the 
Generac engine-generator set (Ref. No. SBDM4) located at the Spraddle Branch Deep Mine 
,n C w?^^ P n 0 p a n e - A C h a n g e m t h e m e l squire a permit to modify and operate. 
(9 VAC 5-80-110 and Condition 16 of January 30,2015 Permit) 

25. Process Equipment Requirements - (SBDM4) - Limitations - The permittee shall operate 
and maintain the Generac engine-generator set (Ref. No. SBDM4) located at the Spraddle 
Branch Deep Mine facility according to the manufacturer's written instructions or 
procedures developed by the permittee that are approved by the engine manufacturer. In 
addition, the permittee may only change those settings that are permitted by the 
manufacturer and do not increase air emissions. 
(9 VAC 5-80-110, 9 VAC 5-80-1180, and Condition 14 of January 30,2015 Permit) 

26. Process Equipment Requirements - (SBDM4) - Limitations - The Generac engine-
generator set (Ref. No. SBDM4) must be certified by the manufacturer to the Phase 1 
emission standards in 40 CFR 90.103, applicable to class II engines, and other requirements 
for new nonroad SI engines in 40 CFR part 90. SI engines with maximum engine power less 
than or equal to 40 HP with a total displacement less than or equal to 1,000 cc that are rich 
burn engines using LPG may be certified by the manufacturer to the emission standards and 
other requirements for new nonroad SI engines in 40 CFR 90 or 1054, as appropriate The > 
permittee must comply with these emission standards over the entire life ofthe engine 
(9 VAC 5-80-110,40 CFR 60.4231(c), 40 CFR 60.4233(c), and 40 CFR 60.4234) 

27. Process Equipment Requirements - (SBDM4) - Limitations - The permittee shall install a 
non-resettable hour meter upon startup ofthe Generac engine-generator set (Ref. No 
SBDM4) located at the Spraddle Branch Deep Mine facility 
(9 VAC 5-80-110 and 40 CFR 60.4237(c)) 

28. Process Equipment Requirements - (SBDM4) - Limitations - The Generac engine-
generator set (Ref. No. SBDM4) located at the Spraddle Branch Deep Mine facility shall 
only be operated as follows: 

a. In situations where immediate action on the part ofthe facility is needed due to a 
failure or loss of electrical power service resulting from a failure ofthe primary power 
provider and the failure or loss of power service is beyond the reasonable control ofthe 
facility. Operation under these circumstances shall not exceed 500 hours per year 
calculated monthly as the sum of each consecutive 12-month period. Compliance'for 
the consecutive 12-month period shall be demonstrated monthly by adding the total for 
the most recently completed calendar month to the individual monthly totals for the 
preceding 11 months. 

b. For the purpose of maintenance checks and readiness testing, provided that the tests are 
recommended by Federal, State or local government, the manufacturer, the vendor or 
the insurance company associated with the engine. Maintenance checks and readiness 
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tostmgofmenmtisiimitedtoiOobonrsperyear.TbeseiOo 
toward me50obonrsperyearprovidedforemergenoyoperationasdermedin 
P^grapha.oftniseondition.C^^ 
bedemonstratedmontniybyaddmgmetotaiformemostreoentiyo^^^ 
month to meindividn^imonthlytotaisformepreeedingiimonm^ 

c Iftheengme-generatorisoperatedandmamtainedaoeordmgtomemannrae^ 
on^ssion-reiatedwrittenm^ 
4oCFRparti0^snbpartsA^asapphoabie. 

d. EmergenoystationaryiCEmayheoperatedfornpto50honrsperoaiendaryearin 
omergenoysimations.r^e5ohonrsofoperationinnon-emergenoysitnationsare 
oomttedaspartofmeloohonrsperoaiend^ 
omergenoydemandresporiseprovidedinparagraphb.ofthisseotion.Exoeptas 
provided below, the5ohonrsperyearfornon-emergenoysitoationsoannotbensedfo^ 
poakshavmgornon-emergeneydemandresponse,ortogeneratemeomeforaraoility 
toaneleotriogridoromerwisesnpplypoweraspartofafinanoialar^ 
^omerentity.The50honrsperyearfo^ 
^npplypoweraspartofatinanoialarrangementwimanotherentityif^ 
following conditions are met: 

i . Theengineisdispatohedbyme local balaneinganmority or local t r ^ 
and distribution system operator; 

ii . The dispatchisintendedtonntigate local transmissionand/or distribution 
limitationssoastoavertpotentialvoltagecollapseorlineoverloadsthatcould 
lead to the interruption ofpowersupplyinalocal area orregion; 

iii. Thedispatchfollowsreliahility,emergencyoperationorsimilarprotocolsthat 
folfo^^pccificl^RC,regional,state,publicutilitycommissi^^ 
or guidelines; 

iv. Thepowerisprovidedonlyto me racilityitselfortosupportthe local 
transmission and distribution system; and 

v. Theowneroroperatoridentifiesandrecordstheentitythatdispatchestheengine 
^dmespecificl^RC,regional,state,publicutility commission orlocal 
^tandardsorguidelmesthatarebemgfollowedfordispatchingtheengine.The 
focal balancingauthorityorlocaltransmissionanddistributionsystem operator 
may keep these recordson behalf ofthe engineowneroroperator. 

^ V A C 5 8 0 i i 0 ^ o C F R 6 o 4 ^ ^ 
Condition 15 ofJanuary3u,2ol5Permit) 
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29. Process Equipment Requirements - RICE-2 and RICE-3 - Limitations - Visible 
emissions from the emergency engines RICE-2 and RICE-3 shall not exceed 20 percent 
opacity except during one six-minute period in any one hour in which visible emissions shall 
not exceed 30 percent opacity. 
(9 VAC 5-50-80 and 9 VAC 5-80-110) 

30. Process Equipment Requirements - SBDM4 - Limitations - Emissions from the 
operation ofthe Generac engine-generator set (Ref. No. SBDM4) located at the Spraddle 
Branch Deep Mine facility shall not exceed the limitations specified below: 

Carbon Monoxide 27.3 Ib/hr 6.8 tons/yr 

These emissions are derived from the estimated overall emission contribution from operating 
limits. Exceedance ofthe operating limits shall be considered credible evidence ofthe 
exceedance of emission limits. Compliance with these emission limits may be determined as 
stated in Conditions 24,25,28, and 31. 
(9 VAC S-50-80,9 VAC 5-80-1180, 9 VAC 5-50-260, and Condition 18 of January 30, 

31. Process Equipment Requirements - SBDM4 - Limitations - Visible emissions from the 
Generac engine-generator set (Ref. No. SBDM4) located at the Spraddle Branch Deep Mine 
facility shall not exceed 10 percent opacity except during one six-minute period in any one 
hour in which visible emissions shall not exceed 20 percent opacity as determined by EPA 
Method 9 (reference 40 CFR 60, Appendix A). This condition applies at all times except 
during startup, shutdown, and malfunction. 
(9 VAC 5-50-80,9 VAC 5-80-110, and Condition 23 of January 30,2015 Permit) 

32. Process Equipment Requirements - SBDM4 - Recordkeeping - The permittee shall 
maintain records of all emission data and operating parameters necessary to demonstrate 
compliance with this permit. The content and format of such records shall be arranged with 
the Director, Southwest Regional Office. These records shall include, but are not limited to: 

a. Instances where maintenance was conducted on the Generac engine-generator set (Ref. 
No. SBDM4) to demonstrate compliance. 

b. Notifications regarding the Generac engine-generator set (Ref. No. SBDM4) submitted 
to comply with 40 CFR 60, Subpart JJJJ. 

c. Documentation from the manufacturer of the Generac engine-generator set (Ref. No. 
SBDM4) that it is certified to meet the emission standards as required by 40 CFR part 

d. The annual hours of operation of the Generac engine-generator set (Ref. No. SBDM4) 
located at the Spraddle Branch Deep Mine facility, calculated monthly as the sum of 
each consecutive 12-month period. 
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e. Engine information including make, model, serial number, model year, maximum 
engine power (bhp), and engine displacement for the Generac engine-generator set 
(Ref. No. SBDM4) located at the Spraddle Branch Deep Mine facility. 

f. The manufacturer's written operating instructions or procedures developed by the 
owner/operator that are approved by the engine manufacturer for the Generac engine-
generator set (Ref. No. SBDM4) located at the Spraddle Branch Deep Mine facility. 

g. Records of the reasons for operation for the Generac engine-generator set (Ref. No 
SBDM4) located at the Spraddle Branch Deep Mine facility, including, but not limited 
to, the date, cause of operation, cause of the emergency and hours of emergency and 
non-emergency operation. 

(9 VAC 5-80-110,40 CFR 60.4243(a), 40 CFR 60.4245(a)-(b), 9 VAC 5-80-1180, and 
Condition 27 of January 30,2015 Permit) 

Coal Processing Requirements - (Ref. Nos. 2F, 2G, 16A, 25, 26,51,52, SBDM1, 
SBDM2, andSBDM3) 

33. Coal Processing Requirements - (Ref. No. 25) - Limitations - Particulate emissions from 
truck unloading into the truck dump bin shall be controlled by partial enclosure, or 
equivalent. The enclosures shall be provided with adequate access for inspection 
(9 VAC 5-80-110,9 VAC 5-80-1180, and Condition 2 of January 30,2015 Permit) 

34. Coal Processing Requirements - (Ref. Nos. 16A, 26,51) - Limitations - Particulate 
emissions from the transfer of coal onto and off the conveyor belts Ref. Nos. 16A, 26, 51, 
shall be controlled by full enclosure or wet suppression, or equivalent. The enclosures shall 
be provided with adequate access for inspection. 
(9 VAC 5-50-260,9 VAC 5-80-110 and Condition 3 of January 30,2015 Permit) 

35. Coal Processing Requirements - (Ref. Nos. 2F and 2G) - Limitations - Particulate 
emissions from the steel bin (Ref. No. 2G) and the belt conveyor (Ref. No. 2F) shall be 
controlled by wet suppression, or equivalent. The storage bin and conveyor shall be 
provided with adequate access for inspection. 
(9 VAC 5-50-260,9 VAC 5-80-1180, 9 VAC 5-80-110 and Condition 4 of January 30 2015 
Permit) ' 

36. Coal Processing Requirements - (Ref. Nos. SBDM1 and SBDM2) - Limitations -
Particulate emissions from the raw coal open storage pile (Ref. No. SBDM2) and truck 
loading operation (Ref. No. SBDM1) located at the Spraddle Branch Deep Mine facility, 
shall be controlled by wet suppression, or equivalent. The storage pile and truck loading 
operation shall be provided with adequate access for inspection. 
(9 VAC 5-80-110, 9 VAC 5-80-1180,9 VAC 5-50-260, and Condition 5 of January 30 
2015 Permit) 3 * 
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37. Coal Processing Requirements - (Ref. Nos. 25 & 26) - Limitations - The yearly 
tooughput of coal to the truck dump bin (Ref. No. 25) and the truck dump conveyor belt 
(Ref. No. 26) shall not exceed 2,304,000 tons, calculated monthly as the sum of each 
consecutive 12 month period. 
(9 VAC 5-80-110,9 VAC 5-80-1180, and Condition 8 of the January 30,2015 Permit) 

38. Coal Processing Requirements - (Ref. Nos. 51 & 52) - Limitations - The yearly 
throughput.ofcoal to the middlings coal conveyor belt (Ref. No. 51) and the middlings coal 
bm (Ref. No. 52) shall not exceed 1,728,000 tons, calculated monthly as the sum of each 
consecutive twelve month period. 
(9 VAC 5-80-110,9 VAC 5-80-1180, and Condition 9 ofthe January 30,2015 Permit) 

39. Coal Processing Requirements - (Ref. Nos. 2F and 2G) - Limitations The yearly 
throughput of coal to the steel bin (Ref. No. 2G) and the belt conveyor (Ref No 2F) shall 
not exceed 1,752,000 tons, calculated monthly as the sum of each consecutive twelve month 
period. 
(9 VAC 5-80rJ 10,9 VAC 5-80-1180, and Condition 10 ofthe January 30, 2015 Permit) 

40. Coal Processing Requirements - (Ref. Nos. SBDM1 and SBDM2) - Limitations - The 
yearly throughput of raw coal to the open storage pile (Ref. No. SBDM2) and truck loading 
operation (Ref. No. SBDM1) located at the Spraddle Branch Deep Mine facility shall not 

t 0 D S ' c a I c u l a t e d monthly as the sum of each consecutive 12-month period 
(9 VAC 5-80-110,9 VAC 5-80-1180 and Condition 12 ofthe January 30,2015 Permit) " 

41. Coal Processing Requirements - (Ref. Nos. SBDM3) - Limitations - The yearly 
consumption of mine safety dust to the Spraddle Branch Deep Mine facility shall not exceed 
750 tons, calculated monthly as the sum of each consecutive 12-month period 
(9 VAC 5-80-110,9 VAC 5-80-1180 and Condition 13 ofthe January 30,2015 Permit) 

42. Coal Processing Requirements - (Ref. Nos. 2G, 2F, 25,26,51, and 52) - Limitations -
Emissions from the operation of the Reedy Ridge the truck dump bin, the truck dump 
conveyor belt, the middlings coal bin, middlings coal conveyor belt, the steel bin and the 
belt conveyor (Ref. Nos. 25,26, 51, 52,2G, and 2F, respectively) shall not exceed the 
limitations specified below: 

PM PM-10 

Truck Dump Bin Loading (25) 
Truck Dump Bin Unloading (25) 
Truck Dump Conveyor Discharge (26) 
Middlings Coal Conveyor (51) 
Middlings Coal Bin (52) 
Steel Bin (2G) 
Belt Conveyor (2F) 

lbs/hr tons/vr lbs/hr tons/vr 
3.12 8.99 0.17 0.48 
1.04 1.50 0.17 0.24 
1.04 1.50 0.17 0.24 
0.39 1.12 0.06 0.18 
0.78 2.25 0.13 0.36 
0.52 2.28 0.06 0.25 
0.26 1.14 0.03 0.12 
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These emissions are derived from the estimated overall emission contribution from operating 
limits. Exceedance of the operating limits shall be considered credible evidence ofthe 
exceedance of emission limits. Compliance with these emission limits may be deterrnined as 
stated in Conditions 33 - 35,37 - 39,44,45, and 49. 
(9 VAC 5-80-110, 9 VAC 5-50-260, and Condition 17 ofthe January 30,2015 Permit) 

43. Coal Processing Requirements - (Ref. No. SBDM3) - Limitations - Emissions from the 
operation ofthe Spraddle Branch Deep Mine ventilation system exhausts (Ref. No SBDM31 shall 
not exceed the limitations specified below: ^ 

P M - 1 0 0.4 Ib/hr 0.6 tons/yr 

These emissions are derived from the estimated overall emission contribution from 
operating limits. Exceedance of the operating limits shall be considered credible evidence 
ofthe exceedance of emission limits. Compliance with these emission limits may be 
determined as stated in Conditions 40,41 and 47 

2 0 1 5 F % m # ' 9 5 ' 8 ( M 1 8 0 > 9 5 " 5 ° " 2 6 0 ' ^Condi t ion 19 ofthe January 30, 

44. Coal Processing Requirements - (Ref. Nos. 2G & 2F) - Limitations - Visible emissions 
from the steel bin (Ref. No. 2G) and the belt conveyor (Ref. No. 2F) shall not exceed 10 
percent opacity as determined by EPA Method 9 (reference 40 CFR 60, Appendix A) This 
condition applies at all tunes except during startup, shutdown, and malfunction 

£XAnC 5"8?_110' 9 V A C 5 - 5 0 " 8 0 ' 9 V A C 5-50-410, and Condition 20 ofthe January 30 
2015 Permit) J ' 

45. Coal Processing Requirements - (Ref. Nos. 16A, 25,26,51,52) - Limitations - Visible 
emissions from all coal processing and handling equipment not specifically identified in Condition 
44, shall[ not exceed 20 percent opacity as determined by EPA Method 9 (reference 40 CFR 60 

2015 Permit) J ' 

46. Coal Processing Requirements - (Ref. Nos. SBDM1 and SBDM2) - Limitations - Visible 
emissions from the Spraddle Branch Deep Mine raw coal open storage pile (Ref. No 
SBDM2) and truck loading operation (Ref No. SBDM1) shall not exceed 20 percent opacity 
as determined by EPA Method 9 (reference 40 CFR 60, Appendix A). This condition 
applies at all times except during startup, shutdown, and malfunction 

£ 7 A C 5 " 8 ? _ 1 1 0 ' 9 V A C 5 - 8 0 _ 1 1 8 ° ' 9 V A C 5-50-260, and Condition 21 ofthe January 30 2015 Permit) J ' 
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47. Coal Processing Requirements - (Ref. No. SBDM3) - Limitations - Visible emissions 
from each Spraddle Branch Deep Mine ventilation system exhaust (Ref. No. SBDM 3) shall 
not exceed 20 percent opacity except during one six-minute period in any one hour in which 
visible emissions shall not exceed 30 percent opacity as determined by EPA Method 9 
(reference 40 CFR 60, Appendix A). This condition applies at all times except during 
startup, shutdown, and malfunction. 
(9 VAC 5-80-110,9 VAC 5-80-1180, 9 VAC 5-50-260, and Condition 22 ofthe January 30 
2015 Permit) ' 

48. Coal Processing Requirements - (Ref. Nos. 2F, 2G, 25,26,51, and 52) - Recordkeeping -
The permittee shall maintain records of all emission data and operating parameters necessary 
to demonstrate compliance with this permit. The content and format of such records shall be 

.. arranged with the Director, Southwest Regional Office. These records shall include, but are 
not limited to: 

a. The yearly throughput of coal to the truck dump bin and the truck dump conveyor belt 
(Ref. Nos. 25 and 26), calculated monthly as the sum of each consecutive 12-month 
period. 

b. The yearly throughput of coal to the middlings coal conveyor belt and the middlings 
coal bin (Ref. Nos. 51 and 52), calculated monthly as the sum of each consecutive 12-
month period. 

c. The yearly throughput of coal to the steel bin and the belt conveyor (Ref. Nos. 2G and 
2F), calculated monthly as the sum of each consecutive 12-month period. 

d. Results of VEE performance tests. 

e. A logbook for NSPS equipment subject to Subpart Y after April 28,2008, as detailed 
in Condition 49 of this permit. 

These records shall be available on-site for inspection by the DEQ and shall be current for 
the most recent five (5) years. 
(9 VAC 5-50-50,9 VAC 5-80-110 and Condition 27 ofthe January 30,2015 Permit) 

49. Coal Processing Requirements - (Ref. Nos. 2F and 2G) - Recordkeeping - The permittee 
shall maintain in a logbook (written or electronic) on-site in accordance with 40 CFR 60.258 
(a) and make it available upon request. The logbook shall record the following for all 
affected facilities subject to NSPS Subpart Y after May 27,2009, the steel bin (Ref. No 2G) 
and the belt conveyor (Ref. No. 2F): 

a. The manufacturer's recommended maintenance procedures and the date and time of any 
maintenance and inspection activities and the results of those activities. Any variance 
from manufacturer recommendation, i f any, shall be noted. 
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b. The date and time of periodic coal preparation and processing plant visual 
observations, noting those sources with visible emissions along with corrective actions 
taken to reduce visible emissions. Results from the actions shall be noted. 

c The amount of raw coal processed each calendar month, as detailed in Condition 39 of 
this permit. 

d. Monthly certification that the dust suppressant systems were operational when any coal 
was processed and that manufacturer's recommendations were followed for all control 
systems. Any variance from the manufacturer's recommendations shall be noted 

(9 VAC 5-80-110, 9 VAC 5-80-1180,9 VAC 5-50-410, and Condition 32 ofthe January 30 
2015 Permit) . J ' 

Coal Processing Requirements - (Ref. Nos. 2G, and 2F) - Reports - Reports shall be 
provided to the Director, Southwest Regional Office, in accordance with 40 CFR 60.258(b) 
and (c) for the steel bin (Ref. No. 2G), and the belt conveyor (Ref. No. 2F) as follows: 

a. Semiannual period reports of all 6-minute average opacities that exceed the applicable 
standard. 

b. Results of initial and successive performance tests within 45 days after test completion. 

c. Report the results of initial performance tests to the Administrator or delegated 
authority, consistent with the provisions of 40 CFR 60.8. The permittee who elects to 
comply with the reduced performance testing provisions of 40 CFR 60.255(c) or (d) 
shall include in the performance test report identification of each affected facility that 
will be subject to the reduced testing. The permittee electing to comply with 40 CFR 
60.255(d) shall also include information which demonstrates that the control devices 
are identical. 

d. Within 60 days after the date of completing each performance evaluation conducted to 
demonstrate compliance with this subpart, the permittee shall submit a summary copy 

U.S. Environmental Protection Agency 
Energy Strategies Group 
109 TW Alexander DR 
Mail code: D243-01 
RTP, NC 27711. 

(9 VAC 5-80-110, 9 VAC 50-80-1180, 9 VAC 5-50-410, and Condition 33 ofthe January 
30,2015 Permit) ' 

Coal Processing Requirements - (Ref. Nos. 2F and 2G) - Testing - The permittee shall 
repeat performance tests (VEEs) on the steel bin (Ref. No. 2G), and the belt conveyor (Ref. 
No. 2F) in accordance with 40 CFR 60.257 (a)( 1), as follows: 
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a. If any 6-minute average opacity reading in the most recent performance test exceeds 
half the applicable opacity limit, a new performance test shall be conducted within 90 
operating days ofthe date that the previous performance test was required to be 
completed. 

b. Performance testing shall be repeated within 12 months ofthe date that the previous 
performance test was required to be completed, i f the six-minute averages from the 
previous test were equal to or less than half the applicable opacity standard 

(9 VAC 5-80-110,9 VAC 5-80-1180,9 VAC 5-50-410,40 CFR 60.255(b), and Condition 
31 of the January 30,2015 Permit) 

Process Equipment Requirements - (Ref. Nos. 2F and 2G) - Testing - As an alternative to 
meeting the requirements in Condition 51 ofthis section, an owner or operator of an affected 
facility that commenced construction, reconstruction, or modification after April 28,2008, 
may elect to comply with the requirements in paragraph (f)(1), (f)(2), or (g) of 40 CFR 
60.255, as described in paragraphs a, b, or c below: 

a. Monitor visible emissions from each affected facility according to the requirements in 
paragraphs (f)(l)(i) through (iii) of 40 CFR 60.255. 

i . Conduct one daily 15-second observation each operating day for each affected 
facility (during normal operation) when the coal preparation and processing plant 
is in operation. Each observation must, be recorded as either visible emissions 
observed or no visible emissions observed. Each observer determining the 
presence of visible emissions must meet the training requirements specified in 
§2.3 of Method 22 of appendix A-7 of 40 CFR Part 60. If visible emissions are 
observed during any 15-second observation, the owner or operator must adjust the 
operation ofthe affected facility and demonstrate within 24 hours that no visible 
emissions are observed from the affected facility. If visible emissions are 
observed, a Method 9, of appendix A-4 of 40 CFR Part 60, performance test must 
be conducted within 45 operating days. 

i i . Conduct monthly visual observations of all process and control equipment. If any 
deficiencies are observed, the necessary maintenance must be performed as 
expeditiously as possible. 

iii . Conduct a performance test using Method 9 of appendix A-4 of 40 CFR Part 60 at 
least once every 5 calendar years for each affected facility. 

b. Prepare a written site-specific monitoring plan for a digital opacity compliance system 
for approval by the Administrator or delegated authority. The plan shall require 
observations of at least one digital image every 15 seconds for 10-minute periods 
(during normal operation) every operating day. An approvable monitoring plan must 
include a demonstration that the occurrences of visible emissions are not in excess of 5 
percent ofthe observation period. For reference purposes in preparing the monitoring 
plan, see OAQPS "Determination of Visible Emission Opacity from Stationary Sources 
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Using Computer-Based Photographic Analysis Systems." This document is available 
from the U.S. Environmental Protection Agency (U.S. EPA); Office of Air Quality and 
Planning Standards; Sector Policies and Programs Division; Measurement Group 
(D243-02), Research Triangle Park, NC 27711. This document is also available on the 
Technology Transfer Network (TTN) under Emission Measurement Center Preliminary 
Methods. The monitoring plan approved by the Administrator or delegated authority 
shall be implemented by the owner or operator. 

Install, operate, and maintain a continuous opacity monitoring system (COMS). Each 
COMS used to comply with provisions of this subpart must be installed, calibrated, 
maintained, and continuously operated according to the requirements below: 

i . The COMS must meet Performance Specification 1 in 40 CFR part 60, appendix 

ii . The COMS must comply with the following quality assurance requirements: 

(a) The owner or operator must automatically (intrinsic to the opacity monitor) 
check the zero and upscale (span) Calibration drifts at least once daily. For 
particular COMS, the acceptable range of zero and upscale calibration 
materials is as defined in the applicable version of Performance Specification 
1 in 40 CFR part 60, appendix B. 

(b) The owner or operator must adjust the zero and span whenever the 24-hour 
zero drift or 24-hour span drift exceeds 4 percent opacity. The COMS must 
allow for the amount of excess zero and span drift measured at the 24-hour 
interval checks to be recorded and quantified. The optical surfaces exposed 
to the effluent gases must be cleaned prior to performing the zero and span 
drift adjustments, except for systems using automatic zero adjustments. For 
systems using automatic zero adjustments, the optical surfaces must be 
cleaned when the cumulative automatic zero compensation exceeds 4 percent 
opacity. 

(c) The owner or operator must apply a method for producing a simulated zero 
opacity condition and an upscale (span) opacity condition using a certified 
neutral density filter or other related technique to produce a known 
obscuration of the light beam. All procedures applied must provide a system 
check of the analyzer internal optical surfaces and all electronic circuitry 
including the lamp and photodetector assembly. 

(d) Except during periods of system breakdowns, repairs, calibration checks, and 
zero and span adjustments, the COMS must be in continuous operation and 
must complete a minimum of one cycle of sampling and analyzing for each 
successive 10-second period and one cycle of data recording for each 
successive 6-minute period. 
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(e) The owner or operator must reduce all data from the COMS to 6-minute 
averages. Six-minute opacity averages must be calculated from 36 or more 
data points equally spaced over each 6-minute period. Data recorded during 
periods of system breakdowns, repairs, calibration checks, and zero and span 
adjustments must not be included in the data averages. An arithmetic or 
integrated average of all data may be used. 

(9 VAC 5-80-110,40 CFR 60.255(f) and (g)) 

53. Coal Processing Requirements - (Ref. No. SBDM3) - Testing - The permittee shall 
visually observe each active underground coal mine vent shaft exhaust at least once each 
calendar quarter to determine the presence of visible emissions while operating (does not 
include condensed water vapor/steam). If during the observation, visible emissions are 
™ ™ 6 ? ^ a p p e a r t 0 b e g r e a t e r m a n 1 0 P™ent opacity, a visible emission evaluation 
(VEE) shall be conducted in accordance with 40 CFR 60, Appendix A, EPA Method 9 The 
VEE shall be conducted for a minimum of six (6) minutes. If any ofthe observations exceed 

p e ' C T t , ? P a C 1 ? ' * " V E E S h a 1 1 b e c o n d u c t e d for a total of sixty (60) minutes. A Method 
9 VEE shall not be required if the visible emission condition is corrected as expeditiously as 
possible such that visible emissions do not exceed 10 percent opacity; the coal mine is 
operating at normal conditions; and, the cause and corrective measures taken are recorded 
A record of each visible emissions observation shall be maintained, including at a 
minimum, the date, time, identification ofthe vent shaft exhaust, the applicable emission 
requirement, the results of the observation and the name ofthe observer 
(9 VAC 5-80-110) 

Coal Processing Requirements - Deep Mine 41 (DMTB1 - DMTB6 and 
DMSCR-1) ' 

54. Process Equipment Requirements - (Ref. Nos. DMTB1 - DMTB6, and DMSCR-1) -
Limitations - Particulate emissions from all screens, conveyor belts and conveyor transfers 
located at the Deep Mine 41 facility shall be controlled by partial enclosure and either wet 
suppression or the processing of wet coal. The wet suppression and enclosure systems shall 
be provided with adequate access for inspection 
(9 VAC 5-80-110,9 VAC 5-80-1180, 9 VAC 5-50-260, and Condition 2 ofthe May 9 2011 
Permit for Reg. No. 11690) ' 

55. Process Equipment Requirements - (Ref. No. DMTB1) - Limitations - The annual 
throughput of raw coal to conveyor belt DMTB1 located at the Deep Mine 41 facility shall 
not exceed 4,000,000 tons per year, calculated monthly as the sum of each consecutive 12-
month period. Compliance for the consecutive 12-month period shall be demonstrated 
monthly by adding the total for the most recently completed calendar month to the individual 
monthly totals for the preceding 11 months. 

NoVA1690)80 1 9 5 - 8 0 - 1 1 8 ° ' 3 1 1 ( 1 C ° n d i t i o n 4 0 f m e 9 > 2 0 1 1 Permit for Reg. 
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56. Process Equipment Requirements - (Ref. Nos. DMTB1 - DMTB6, and DMSCR-1) -
Limitations - Emissions from the operation ofthe coal processing and conveying equipment 
located at the Deep Mine 41 facility shall not exceed the limits specified below: 
Particulate Matter 1.44 lb/hr 1.60 tons/yr 

PM-iO 0.77 lb/hr 0.85 ton/yr 

These emissions are derived from the estimated overall emission contribution from 
operating limits. Exceedance of the operating limits shall be considered credible evidence 
ofthe exceedance of emission limits. Compliance with these emission limits may be 
determined as stated in condition numbers 54,55, and 68 
%X*C 5-80-110, 9 VAC 5-80-1180 and 9 VAC 5-50-260, and Condition 5 ofthe May 9 
2011 Permit for Reg. No. 11690) 7 

57. Process Equipment Requirements - (Ref. Nos. DMTB1 - DMTB6) - Limitations -
Visible emissions from each conveyor belt (DMTB-1 - DMTB-6) located at the Deep Mine 
1 S M l i n o t e X C e e d 2 0 p e r c e n t °P*city as determined by EPA Method 9 (reference 
40 CFR 60, Appendix A). This condition applies at all times except during startup 
shutdown or malfunction. 
g X A C 5-80-110, 9 VAC 5-80-1180,9 VAC 5-50-260,9 VAC 5-50-400 and Condition 6 of 
the May 9,2011 Permit for Reg. No. 11690) 

58. Process Equipment Requirements - (Ref. No. DMSCR-1) - Limitations - Visible 
emissions from the screen DMSCR-1 located at the Deep Mine 41 facility shall not exceed 
10 percent opacity as determined by EPA Method 9 (reference 40 CFR 60, Appendix A). 
This condition applies at all times except during startup, shutdown or malfunction 
(9 VAC 5-80-110,9 VAC 5-80-1180,9 VAC 5-50-260,9 VAC 5-50-400 and Condition 7 
of the May 9,2011 Permit for Reg. No. 11690) 

59. Process Equipment Requirements - (Ref. No. DMSCR-1) - Reporting - The permittee 
shall provide reports to the Director, Southwest Regional Office on a semiannual basis of all 
6-minute average opacities that exceed the applicable standard for the screen DMSCR-1 
located at the Deep Mine 41 facility. After July 1,2011, within 60 days after completing 
each VEE, the permittee shall submit a summary copy to: 

United State Environmental Protection Agency 
Energy Strategies Group 
109 TW Alexander DR 
Mail code: D243-01 
RTP,NC 27711 

(9 VAC 5-80-110,9 VAC 5-50-50, 9 VAC 5-50-400, 40 CFR 60.258(d), and Condition 9 of 
the May 9,2011 Permit for Reg. No. 11690) 
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60. Process Equipment Requirements - (Ref. Nos. DMTB1 - DMTB6 and DMSCR-1) -
Recordkeeping - The permittee shall maintain records of all emission data and operating 
parameters necessary to demonstrate compliance with this permit. The content and format of 
such records shall be arranged with the Director, Southwest Regional Office. These records 
shall include, but are not limited to: 

a. Annual throughput of raw coal to conveyor belt DMTB1 located at the Deep Mine 41 
facility, calculated monthly as the sum of each consecutive 12-month period. 

b. Scheduled and unscheduled maintenance and operator training. 

c. Results of all visible emission evaluations. 

d. A written or electronic log book (for the affected equipment constructed after April 28 
2008) as required by 40 CFR 60.258(a), to include, but not limited to: manufacturers' ' 
recommended maintenance procedures for process and control equipment, the amount 
and type of coal processed, the amount of chemical stabilizer or water purchased and 
the operational status of dust suppressant systems. 

These records shall be available on-site for inspection by the DEQ and shall be current for 
the most recent five (5) years. 
(9 VAC 5-50-50,9 VAC 5-80-110,9 VAC 5-50-400,40 CFR 60.258(a), 9 VAC 5-80-1180, 
and Condition 12 of the May 9,2011 Permit for Reg. No. 11690) 

61. Process Equipment Requirements - (Ref. No. DMSCR-1) - Testing - Except as provided 
for in 40 CFR 60.255(f) and (g), the permittee shall repeat the visible emission evaluation 
required by 40 CFR 60.255(b) on the screen DMSCR-1 located at the Deep Mine 41 facility. 
A visible emission evaluation (VEE) in accordance with 40 CFR Part 60, Appendix A, 
Method 9, shall be conducted by the permittee on the screen. Each test shall consist often 
sets of 24 consecutive observations (at 15 second intervals) to yield a six minute average. If, 
during the initial 30 minutes of the observation, all ofthe 6-minute average opacity readings' 
are less than or equal to half the applicable opacity limit, then the observation period may be 
reduced from 1 hour to 30 minutes. The details ofthe tests are to be arranged with the 
Director, Southwest Regional Office. The VEEs will be conducted according to the 
following schedule: 

a. Within 90 operating days ofthe date that the previous performance test was required to 
be completed if any six minute average opacity reading in the most recent VEE exceeds 
half the applicable opacity limit; or 

b. Within 12 calendar months of the date that the previous VEE was required to be 
completed if all 6-minute average opacity readings in the most recent performance test 
are equal to or less than half the applicable opacity limit. 

(9 VAC 5-50-30, 9 VAC 5-80-110,9 VAC 5-80-1180, 9 VAC 5-50-400,40 CFR 60.255(b), 
and Condition 11 of the May 9,2011 Permit for Reg. No. 11690) 
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Process Equipment Requirements - (Ref. No. DMSCR-1) - Testing - As an alternative to 
meeting the requirements in Condition 61 of this section, an owner or operator of an affected 
facility that commenced construction, reconstruction, or modification after April 28,2008, 
may elect to comply with the requirements in paragraph (f)(1), (f)(2), or (g) of 40 CFR 
60.255, as described in paragraphs a, b, or c below: 

a. Monitor visible emissions from each affected facility according to the requirements in 
paragraphs (f)(l)(i) through (iii) of 40 CFR 60.255. 

i . Conduct one daily 15-second observation each operating day for each affected 
facility (during normal operation) when the coal preparation and processing plant 
is in operation. Each observation must be recorded as either visible emissions 
observed or no visible emissions observed. Each observer determining the 
presence of visible emissions must meet the training requirements specified in 
§2.3 of Method 22 of appendix A-7 of 40 CFR Part 60. If visible emissions are 
observed during any 15-second observation, the owner or operator must adjust the 
operation ofthe affected facility and demonstrate within 24 hours that no visible 
emissions are observed from the affected facility. If visible emissions are 
observed, a Method 9, of appendix A-4 of 40 CFR Part 60, performance test must 
be conducted within 45 operating days. 

i i . Conduct monthly visual observations of all process and control equipment. If any 
deficiencies are observed, the necessary maintenance must be performed as 
expeditiously as possible. 

iii. Conduct a performance test using Method 9 of appendix A-4 of 40 CFR Part 60 at 
least once every 5 calendar years for each affected facility. 

b. Prepare a written site-specific monitoring plan for a digital opacity compliance system 
for approval by the Administrator or delegated authority. The plan shall require 
observations of at least one digital image every 15 seconds for 10-minute periods 
(during normal operation) every operating day. An approvable monitoring plan must 
include a demonstration that the occurrences of visible emissions are not in excess of 5 
percent ofthe observation period. For reference purposes in preparing the monitoring 
plan, see OAQPS "Determination of Visible Emission Opacity from Stationary Sources 
Using Computer-Based Photographic Analysis Systems." This document is available 
from the U.S. Environmental Protection Agency (U.S. EPA); Office of Air Quality and 
Planning Standards; Sector Policies and Programs Division; Measurement Group 
(D243-02), Research Triangle Park, NC 27711. This document is also available on the 
Technology Transfer Network (TTN) under Emission Measurement Center Preliminary 
Methods. The monitoring plan approved by the Administrator or delegated authority 
shall be implemented by the owner or operator. 

c. Install, operate, and maintain a continuous opacity monitoring system (COMS). Each 
COMS used to comply with provisions of this subpart must be installed, calibrated, 
maintained, and continuously operated according to the requirements below: 
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i . The COMS must meet Performance Specification 1 in 40 CFR part 60, appendix 
B. 

i i . The COMS must comply with the following quality assurance requirements: 

(a) The owner or operator must automatically (intrinsic to the opacity monitor) 
check the zero and upscale (span) calibration drifts at least once daily. For 
particular COMS, the acceptable range of zero and upscale calibration 
materials is as defined in the applicable version of Performance Specification 
1 in 40 CFR part 60, appendix B. 

(b) The owner or operator must adjust the zero and span whenever the 24-hour 
zero drift or 24-hour span drift exceeds 4 percent opacity. The COMS must 
allow for the amount of excess zero and span drift measured at the 24-hour 
interval checks to be recorded and quantified. The optical surfaces exposed 
to the effluent gases must be cleaned prior to performing the zero and span 
drift adjustments, except for systems using automatic zero adjustments. For 
systems using automatic zero adjustments, the optical surfaces must be 
cleaned when the cumulative automatic zero compensation exceeds 4 percent 
opacity. 

(c) The owner or operator must apply a method for producing a simulated zero 
opacity condition and an upscale (span) opacity condition using a certified 
neutral density filter or other related technique to produce a known 
obscuration of the light beam. All procedures applied must provide a system 
check ofthe analyzer internal optical surfaces and all electronic circuitry 
including the lamp and photodetector assembly. 

(d) Except during periods of system breakdowns, repairs, calibration checks, and 
zero and span adjustments, the COMS must be in continuous operation and 
must complete a minimum of one cycle of sampling and analyzing for each 
successive 10-second period and one cycle of data recording for each 
successive 6-minute period. 

(e) The owner or operator must reduce all data from the COMS to 6-minute 
averages. Six-minute opacity averages must be calculated from 36 or more 
data points equally spaced over each 6-minute period. Data recorded during 
periods of system breakdowns, repairs, calibration checks, and zero and span 
adjustments must not be included in the data averages. An arithmetic or 
integrated average of all data may be used. 

(9 VAC 5-80-110,40 CFR 60.255(f) and (g)) 
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Underground Coal Mine Requirements - Unit ID: Deep Mine 41 

63. Underground Coal Mine Exhaust Requirements - Deep Mine 41 - Limitations - The 
permittee shall not cause or permit to be discharged into the atmosphere from the 
underground coal mine any particulate matter emissions in excess ofthe limits calculated 
using the following equation: 

E = 55.0P 0 1 1-40, 

Where: 

E = emission rate in pounds per hour, and 
P = process weight rate in tons per hour. 

The process weight rate for continuous or long-run steady-state process operations is the 
total process weight for the entire period of continuous operation or for a typical portion of 
it, divided by the number of hours of such period or portion of it. 
(9 VAC 5-40-260 D and 9 VAC 5-80-110) 

64. Underground Coal Mine Exhaust Requirements - Deep Mine 41 - Limitations - Visible 
emissions from underground coal mine vent shaft exhausts shall not exceed 20 percent 
opacity except during one six-minute period in any one hour in which visible emissions 
shall not exceed 30 percent opacity as determined by the EPA Method 9 (reference 40 CFR 
60, Appendix A). This condition applies at all times except during startup, shutdown and 
malfunction. 
(9 VAC 5-50-80 and 9 VAC 5-80-110) 

65. Underground Coal Mine Exhaust Requirements - Deep Mine 41 - Monitoring - The 
permittee shall visually observe each active underground coal mine vent shaft exhaust at least 
once each calendar quarter to determine the presence of visible emissions while operating 
(does not include condensed water vapor/steam). If during the observation, visible emissions 
are observed that appear to be greater than 10 percent opacity, a visible emission evaluation 
(VEE) shall be conducted in accordance with 40 CFR 60, Appendix A, EPA Method 9. The 
VEE shall be conducted for a minimum of six (6) minutes. If any ofthe observations exceed 
20 percent opacity, the VEE shall be conducted for a total of sixty (60) minutes. A Method 9 
VEE shall not be required if the visible emission condition is corrected as expeditiously as 
possible such that visible emissions do not exceed 10 percent opacity; the coal mine is 
operating at normal conditions; and, the cause and corrective measures taken are recorded. A 
record of each Visible emissions observation shall be maintained, including, at a minimum, 
the date, time, identification of the vent shaft exhaust, the applicable emission requirement, 
the results of the observation and the name of the observer. 
(9 VAC 5-80-110) 
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66. Underground CoalMmeExhaustRequlrements^DeepMme^l^Recordh^^ 
Thepernm^eeshallmaintamrecordsof 
todemonstratecompliancewiththisperrnit.Thecontentofandfo 
bearrangedwiththe Director, SoumwestRegionalCffice.Theserecordssball^ 
are not limited to: 

a. Hourlyandannual productions^ 
coalmme.HouTlyproductionshallbeaveragedusingmonthlyproductionfigur 
dividedbymonthlyhou^sofoperation. Annualproductionshallb^ 
as the sum ofeach consecutive 12-month period. 

b. Each visual observationandmeresuitsofeachVEEforundergroundcoalminevent 
shafts as required in Condition 65. 

Theserecordsshallbeavailableon-sitefbrinspectionbymeDEQandshallbecurrent^ 
the most recentfive years. 
^VAC5-5u-5oand9VAC5-8o-110) 

67. UndergroundCoalMmeExhaustRequ^ 
conductedforcompliance with emissions inaddition to themonitoringspecified in this 
pcrmit,mepern^tteeshallusemeappropriatemethod(s)maccord^ 
approved hythe DEQ. 
^VAC5-80-llu) 

F ^ t ^ ^ ^ C o ^ t ^ 

68. Faemry^deConditions-Llmltatlons-Fugitive 
following, orequivalent,asamininmm: 

a. Dustfromstockpiling,materialhandling,crushers,screens,load-outs,andtraffi 
shall becontrolledbywetsuppressionorequivalent(asapprovedbythe DEQ). The 
wetsuppressionspraysystemsshallheoperatedatoptimum design, andshall he 
provided with adequate aooess for inspection. 

h. Allmaterialbeingstockpiledshallbekeptadequatelymoisttocontroldustduring 
storageandhandlingorooveredatalltimestominimizeemissions. 

o. Dustfromhaulroadsandtrafficareasshallbecontrolledbymeapplica^^ 
water, suitable chemicals, orequivalentmethods approved bythe DEQ. 

d. Reasonableprecautionsshall betaken to preventdeposition of dirtonpublicroadsand 
subsequentdustemissions.Dirt, product, orrawmaterialspilledortracked onto paved 
surfacesshallbepromptlyremoved to preventparticulatematterfrom becoming 
airborne. 
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e. Volatile organiccompoundsshall not be intentionally spilled, discarded to sewers, 
storedinopen containers, or handled in any omermannerthat would resultin 
evapomtionbeyondmatconsis tentwimairpol lu t ioncontro lprac t icesforrn inm^ 
emissions 

^ V A C 5 8 0 ^ ^ 9 V A C 5 5 0 ^ 
PermitforReg.No.ll690,andCondition6ofmeJanuary30,2ol5Perm^ 

69. Facility ^IdeCond^^ 
conveymgequipment, coal storagesystems, and coal transforandloading systems 
constructed before April 28,2008 shallnot be 20percent or greater opacity. 
(9VAO5-80-110and40CPR60.2^ 

70. Facility ^IdeCondltlons-Ll^^ 
perrnlttee shall operate all equipmentthatissubjectto^OCPRPart 60, Standards of 
Performance for NewStationarySources(NSPS)mcompliancewimNSPS 
Standards ofPerformance for CoalPreparationPlants. 
(9VAC5-80-110,9VAC^0-410,Condition8ofmeMay9,2011PermitforReg.^ 
11690,andOondition26oftheJanuary30,2015Permit) 

71. Facility ̂ IdeCandltlons-Llmltatmns-The permittee shall tak^ 
in ordertonm^imize me duration and frequency of excess emissions, wimrespeetto me aî  
pollution control equipmentwhich affect such emissions: 

a. Developamaintenance schedule and maintain records of all scheduled and non-
scheduledmaintenance. 

b. Maintain an inventory ofspare parts that are needed to minimize durations Of air 
pollution control equipment breakdowns. 

c. Have available written operating procedures for equipment. These procedures shall be 
based on me manufocturer's recommendations, ataminimum. 

d. Trainoperators in the properoperation of all such equipment and familiarize the 
operators wim the written operatingprocedures.Thepern t̂tee shall maintainrecor̂ ^ 
ofmetrainmgprovidedmcludmg me names oftramees, the date oftra^ 
nature ofthe training. 

Records of maintenance and training shall be maintained on-site foraperiodoffive years 
and shall be made available to DEQ personnel upon request. 
(9VAC5-80-110,9VAC5-50-20E,Oondiuonl6oftheMay9,2011PermitforReg.No^ 
11690,andCondition38ofmeJanuary30,2015Perrnit) 

72. Facility ̂ IdeCondltlons-Llmltatlons-The permittee shall fur^ 
Director, Soumwest Regional Office ofmemtention to shut down or bypass, or bom, air 
pollution control equipment fornecessary scheduled maintenance, which results in excess 
emissions formore than one hour, atleast24 hours priorto the shutdown. The notification 
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shallmclude,butisnotlimitedto,memllowinginfbrma^ 

a. Identification oftheairpollution control equipmentto betaken outofservice,as well 
as its location, andregistrationnumber; 

b. Theexpectedlengthoftimethattheairpollution control equipmentwillbeoutof 
service; 

c. Thenamreandquantityofemissionsofairpollutantslikelytoocctudurm 
shutdown period; 

dB Measu^esmatwill betaken to mininnzetbelengmofmeshutdownorto negate m^ 
effect oftheoutage. 

^ V A 0 5 8 o i i ^ 9 V A C 5 2 o i 8 o 
ll^,andOondition29oftbeJanuary30,2ul5Permit) 

73. Facility V^ideConditions-Testing^All coal processing, conveying, storage, 
loamngsystems,excludingmetherma 
visually observedatleastonce^achcalendarweekto determine which operatingunits have 
visibleemissions(doesnotincludecondensedwatervapor/steam).lfvisibleemissionsare 
observed duringmese weekly observations, visibleemissionsevaluations (VEE) in 
accordancew^th40CPRnoAppendixA,iyfethod9,shallbe 
vision en^s^ons.Tne VEE shall be ĉ ^ 
the observations exceed those limitations correspondingto theequipmentas specified above, 
meVEEshallbeconductedmratotalofsixty(60)minutes. AMethod^evaluationshall 
not be requrredifthevisibleemissionsconditionis corrected as expeditiously as possible 
such mat no visible emissions exist; me emissions unit is operating at normal conditions; and 
the cause and corrective measurestaken are recorded.The record of each visible emission 
observationshallbemaintamed,includinganydatarequiredby40CER60AppendixA, 
Memod22 or Memod9,whicheverisappropriate.Therecordshall include, atarninimu^^ 
the date, time, nameoftheemission unit, theapplicable emissions requirement, theresults of 
the observation and the name ofthe observer. 
(9VAC5^-110) 

74. Facility^ideConditions-Testing-Thepermittedfacilit^ 
allowforernissions testing atanytime using appropriate methods. Uponrequestfromthe 
Department, test ports shall be provided atthe appropriate locations. 
(9VAC5-5o-30,9VAC5-8u-110, General Oondition4ofmeApri 
Gondition25oftheJanuary3o,2ul5 Permit) 

75. Facility^ideConditions-Testing-lftestmgisconductedforcompliancewithem 
in addition to the monitoringspecified in this permit, the permittee shall use theappropriat̂  
method(s) in accordance with procedures approved by the DEQ. 
(9VAG5-80-110) 
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Insignificant Emission Units 

76. Insignificant Emission Units - The following emission units at the facility are identified in 
me application as insignificant emission units under 9 VAC 5-80-720: 

Emission 
Unit No. 

Emission Unit 
Description Citation 

Pollutant(s) 
Emitted 

(9 VAC 5-80-720B) 

Rated Capacity 
(9 VAC 5-80-720C) 

30 Tank MR-1A 
(diesel) 

VOC 

31 Tank MR-IB 
(motor oil) 

VOC 

32 TankMR-lC 
(hydraulic oil) 

VOC 

33 Tank MR-ID 
(gear oil) -

VOC 

36 Tank MR-2C 
(kerosene) 

VOC 

37 Tank MR-3A 
(alcohol) 

VOC 

38 - Tank MR-3B 
(gasoline) 

VOC 

40 Tank MR-4A 
(diesel) 

VOC 

41 Tank MR-4 
(kerosene) 

VOC 

42 Tank MR-5A 
(hydraulic oil) 

VOC 

43 Tank MR-5B 
(motor oil) 

VOC 

44 Tank MR-5C 
(diesel) 

VOC 

47 Wastewater 
Treatment Plant 

VOC 

48 Parts Washer VOC 

54 Tank#l Loadout 
(salt) 

VOC 

55 Tank #2 Loadout 
(salt) 

VOC 

56 Tank #3 Loadout 
(glycol) 

VOC 
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Emission 
Unit No. 

Emission Unit 
Description 

Citation 
Pollutants) 

Emitted 
(9 VAC 5-80-720B) 

Rated Capacity 
(9 VAC 5-80-720C) 

57 Tank #4 Loadout 
(salt) 

VOC 

58 Tank #5 Loadout 
(salt) 

VOC 

DB-1 Rock Dust Bin PM10 

These emission units are presumed to be in compliance with all requirements ofthe federal 
Clean Air Act as may apply. Based on this presumption, no monitoring, recordkeeping, or 
reporting shall be required for these emission units in accordance with 9 VAC 5-80-110. 

Permit Shield & Inapplicable Requirements 

77. Permit Shield & Inapplicable Requirements - Compliance with the provisions ofthis 
permit shall be deemed compliance with all applicable requirements in effect as ofthe 
permit issuance date as identified in this permit. This permit shield covers only those 
applicable requirements covered by terms and conditions in this permit and the following 
requirements which have been specifically identified as being not applicable to this 
permitted facility: 

Citation Title of Citation Description of 
Applicability 

40 CFR 60.254(c) Standard for coal processing and 
conveying equipment, coal storage 
systems, transfer and loading systems, 
and open storage piles 

Applies to designated 
equipment constructed after 
May 27,2009 - does not apply 
to Reedy Ridge units RRSB-1 
and RRRC-1 (these units were 
never installed) 

Conditions 7, 11, 17, 
27,28,32, 33, and 34 
ofthe minor NSR 
permit issued January 
30,2015 

Expired permit conditions (or expired 
portions thereof) 

These permit conditions 
contain portions which expired 
when the company chose not 
to install Reedy Ridge 
equipment RRSB-1 (stacker 
belt) and RRRC-1 (raw coal 
open storage) within an 18-
month timeframe 

Nothing in this permit shield shall alter the provisions of §303 ofthe federal Clean Air Act, 
including the authority of the administrator under that section, the liability ofthe owner for 
any violation of applicable requirements prior to or at the time of permit issuance, or the 
ability to obtain information by (i) the administrator pursuant to §114 ofthe federal Clean 
Air Act, (ii) the Board pursuant to §10.1-1314 or §10.1-1315 ofthe Virginia Air Pollution 



D^nso^ 
PennitNumbe^SW^GlO^ 

Page 34 

controlLawor(iii)meDepartmentpursuantto §10.1-1307.3 of 
Control Law. 
(9VAC5-80-140) 

General Condons 

78. General Condons-Federals 
enforceable bymeadnnnistratorand citizens underme ted 
that have been designated as only state-enforceable. 
(9VAC5-8u-110N) 

79. GeneralConditions-PermitFxpiration-Tnispermithasafixedtermoffiveyeai^s. The 
expiration date shall be medate five years from thedateofissuance. Unless theowner 
subnntsafimely and completeapplicationfbrrenewal to the Department consistô ^ 
requirementsof9VAC5-80-80,therightofthefacilitytooperateshallbeterminatedupon 
permit expiration. 
(9VAC5-8o-80H,C,andP,9VAC5-80-110Dand9VAC5-80-1708) 

80. General Conditions-PermitFxpiration-Theownershallsubmitanapplicationfor 
renewal atleastsixmOnthsbutnoearlierthaneighteenmonthspriOrto the date ofpermit 
expiration. 
(9VAC5-80-808,C,andP,9VAC5-80-110Dand9VAC5-80-1708) 

81. General Conditions-PermitFxpiration-lf an applicant submitsatimely and complete 
application mran initial pemntorrenewalunderthis section, me fail^^ 
haveapermitortheoperationofthesourcewithoutapermitshallnotbeaviolationof 
Article l,Partllof9VAC5Chapter80, until the Hoard takesfinal action ontheapplication 
under9VAC5-80-150. 
(9VAC5-80-80H,C,andP,9VAC5-80-110Dand9VAC5-80-170 8) 

82. General Conditions-Permit Fxpiration-No source shall operateafterthe time that it is 
required to subn^tatimelyandcompleteapplicationundersubsectionsCandDof9VAC 
5-80-80forarenewalpern^t,exceptin compliance withapermitissued under Articlel 
Partflof9VAC5Chapter80 
(9VAC5-80-808,C,andP,9VAC5-80-110Dand9VAC5-80-170H) 

83. General Conditions-Permit Fxpiration-lfanapplicantsubn^tsatimely and complete 
application undersection9VAC5-80-80fbrapernntrenewalbutme Hoards 
denyme renewal pernntbeforeme end ofthe term ofme previous permit, (i) the previ^^ 
perrnit shall not expire until merenewalpermithasbeenissued or deniedand(n^ 
terms and conditions oftheprevious permit, includmganypern^t shield granted pursue 
9VAC5-80-140, shall remainmeffectfrom me date the application is determmed to b^ 
complete until the renewal permitis issued ordenied. 
(9VAC5-80-80 8,C,andP,9VAC5-80-110Dand9VAC5-80-170H) 
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General Conditions-Permit Expiration-The protection undersuhsectionsplandp5 
(ii)ofsection9VAC5-80-80pshallceasetoapplyif,suhsequenttothecompleteness 
determmanonmadepursuantsecu^ 
deadlinespecifiedmwritmghymeHoardanyadditionalinformationidenti^^ 
needed to process the application. 
(9VAC5-80-808,C,andP,9VAC5-80-110Dand9VAC5-^ 

GeneralConditions-RecordkeepingandReporting-Allrecordsofmonitoring 
informationmamtained to demonstratecompliance with me terms and Condifî  
permitshall contain, where applicable, the following: 

a. The date, place as definedmthe permit, and timeof sampling ormeasurements; 

h. The date(s)analyses were performed; 

o. The company or entitythatperformed the analyses; 

d. The analytical techniques or methods used; 

e. The results ofsuch analyses; and 

f. The operating conditions existing atthe time of sampling ormeasurement. 

g. The occurrence and duration of any bypass, malfunction, shutdown orfailureofthe 
facilityoritsassociatedairpollutioncontrolequipmentthatresultsinexcessemissions 
formorethanonehour.Recordsshallincludethedate, time, duration, description 
(emission unit, pollutantaffocted, cause), corrective action, preventive measures taken 
and name ofperson generating the record. 

(9VAC52ul^J ,9VAC 
11690,andCondition39ofJanuary 30,2015 Permit) 

General Conditions-Recordkeeping and Reporting-Recordsofallmonitoringdataand 
support informationshall he retained foratleastfive years from me dateofthe monitors 
sample,measurement,report,orapplication.Supportinformationincludesall calibration 
andmaintenance records andall original strip-chartrecordings for continuous monitor 
instrumentation, and copies of all reports requhedbythe permit. 
(9VAC5-80-110P) 

General Conditions-Recordkeeping and Reporting-Thepermitteeshallsubmitthe 
results ofmonitoring contained inany applicable requirement toDEQ no laterm 
and Septemberlof each calendaryear. This reportmust be signed byaresponsibleofficial, 
consistentwith9VAC5-80-80G,andshallinclude: 

a. The timeperiodincludedmthereport. The time periods to beaddressedareJanua^ 
toJune30andJulyltoDecember31; 



Dickenson-Russell Coal Company, LLC - McClure River 
Permit Number: SWRO10804 

Page 36 

b. All deviations from permit requirements. For purpose of this permit, deviations include, 
but are not limited to: 

i . Exceedance of emissions limitations or operational restrictions; 

ii . Excursions from control device operating parameter requirements, as documented 
by continuous emission monitoring, periodic monitoring, or Compliance 
Assurance Monitoring (CAM) which indicates an exceedance of emission 
limitations or operational restrictions; or, 

iii. Failure to meet monitoring, recordkeeping, or reporting requirements contained in 
this permit. 

c. If there were no deviations from permit conditions during the time period, the permittee 
shall include a statement in the report that "no deviations from permit requirements 
occurred during this semi-annual reporting period." 

(9 VAC 5-80-110 F) 

General Conditions - Annual Compliance Certification - Exclusive of any reporting 
required to assure compliance with the terms and conditions ofthis permit or as part of a 
schedule of compliance contained in this permit, the permittee shall submit to EPA and DEQ 
no later than March 1 each calendar year a certification of compliance with all terms and 
conditions of this permit including emission limitation standards or work practices for the 
period ending December 31. The compliance certification shall comply with such additional 
requirements that may be specified pursuant to §114(a)(3) and §504(b) ofthe federal Clean 
Air Act. The permittee shall maintain a copy of the certification for five (5) years after 
submittal ofthe certification. This certification shall be signed by a responsible official, 
consistent with 9 VAC 5-80-80 G, and shall include: 

a. The time period included in the certification. The time period to be addressed is 
January 1 to December 31; 

b. The identification of each term or condition of the permit that is the basis of the 
certification; 

c. The compliance status; 

d. Whether compliance was continuous or intermittent, and if not continuous, 
documentation of each incident of non-compliance; 

e. Consistent with subsection 9 VAC 5-80-110 E, the method or methods used for 
determining the compliance status of the source at the time of certification and over the 
reporting period; 

f. Such other facts as me permit may require to determine the compliance status ofthe 
source; and 
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g. One copy of the annual compliance certification shall be submitted to EPA in 
electronic format only. The certification document should be sent to the following 
electronic mailing address: 

R3_APD_Permits@epa.gov 
(9 VAC 5-80-110 K.5) 

89. General Conditions - Permit Deviation Reporting - The permittee shall notify the 
Director, Southwest Regional Office within four daytime business hours after discovery of 
any deviations from permit requirements which may cause excess emissions for more than 
one hour, including those attributable to upset conditions as may be defined in this permit. 
In addition, within 14 days ofthe discovery, the permittee shall provide a written statement 
explaining the problem, any corrective actions or preventative measures taken, and the 
estimated duration of the permit deviation. Owners subject to the requirements of 9 VAC 5-
40-50 C and 9 VAC 5-50-50 C are not required to provide the written statement prescribed 
in this paragraph for facilities subject to the monitoring requirements of 9 VAC 5-40-40 and 
9 VAC 5-50-40. The occurrence should also be reported in the next semi-annual compliance 
monitoring report pursuant to Condition 87 of this permit. 
(9 VAC 5-80-110 F.2 and 9 VAC 5-80-250) 

90. General Conditions - Failure/Malfunction Reporting - In the event that any affected 
facility or related air pollution control equipment fails or malfunctions in such a manner that 
may cause excess emissions for more than one hour, the owner shall, as soon as practicable 
but no later than four daytime business hours after the malfunction is discovered, notify the 
Director, Southwest Regional Office by facsimile transmission, telephone or telegraph of 
such failure or malfunction and shall within 14 days of discovery provide a written statement 
giving all pertinent facts, including the estimated duration of the breakdown. Owners subject 
to the requirements of 9 VAC 5-40-50 C and 9 VAC 5-50-50 C are not required to provide 
the written statement prescribed in this paragraph for facilities subject to the monitoring 
requirements of 9 VAC 5-40-40 and 9 VAC 5-50-40. When the condition causing the failure 
or malfunction has been corrected and the equipment is again in operation, the owner shall 
notify the Director, Southwest Regional Office. 
(9 VAC 5-20-180 C, Conditions 30 and 40 of January 30,2015 Permit, and Condition 18 of 
May 9,2011 Permit for Reg. No. 11690) 

91. General Conditions - Failure/Malfunction Reporting - The emission units that have 
continuous monitors subject to 9 VAC 5-40-50 C and 9 VAC 5-50-50 C are not subject to 
the 14 day written notification. 
(9 VAC 5-20-180 C, 9 VAC 5-40-50, and 9 VAC 5-50-50) 
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92. General Condltions-Fallure/MalfunctlonReportmg-Theennssion units sul^ect 
reporting and the pfocedure requirements of9VAC5-40-50Cand the procedures of9VAC 
5-50-50Care listed helow: 

Thermal coal dryer (Unit#13). 

(9VAC5-20-180C,9VAC5-40-50,and9VAC5-50-50) 

93. General Condltlons-Fallure/Malf^^ 
continuous monitoringsystem(CMS)ormonitoringdevicesuhjectto9VAC 5-40-41 or9 
VAC 5-50-410shallsuhmitawritienreport of excess emissions(asdefmed in the applicable 
subpart in9VAC 5-50-410) and eitheramomtoring systems performance report ora 
sunm âry report form, or both, to the board serniannually. All senn-annualrepo 
postmarked bythe 30th day following the end of each calendar semi-annual period (June 
30th and January 30ih). Allreports shall include the following information: 

a. The magnitudeof excess emissions computed in accordance with 40 CFR 60.13(h) or9 
VAC 5-40-41 H.6, any conversionfactors used, and the date andtime of 
commencementand completion of each period of excess emissions; 

h. Sr^cific identification of each period ofexcess emissions thatoccurs during start 
shutdowns, and malfimctionsofmesource. The natore and cause of any 
known), the corrective actiontakenorpreventative measures adopted; 

e. The date and time identifying each period during which the continuous monitoring 
system was moperative except for zero and span checks and the nature ofthe system 
repairs or adjustments; and 

d. Whenno excess emissions have occurred orthe continuous monitoring systems have 
not been inopemtive, repaired or adjusted, such information shall be stated in the 
report. 

All malfunctionsof emission unitsnotsubjectto9VAC5-40-50Cand9VAC5-50-50C 
reqmre written reports withinl4days ofthe discovery ofthe malfunc 
(9VAC5-20-180C,9VAC5-40-50,and9VAC5-50-50) 

94. General Conditions-Severabllity-The terms ofthis permit are severable. If any 
condition, requirement or portion of the permit is held invalid orinapplicahle under any 
circumstance, such invalidity or mapplicahility shall not affect orimpairtheremaini^ 
conditions, requirements, orportions ofthe permit. 
(9VAC5-80-110C.1) 
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95. General Conditions-DutytoComply-ThcpcrmittCC shall complywimalltcrmsand 
conditions ofthispcrmit.Anypor^ 
CloanAfr Act orthcVhginiaAir Pollution Contiol Law o r b o t h ^ 
onfbrccmcntaction;mrpcrmittcrmination,rcvocationandroissuancc,ormo 
for denial ofapormitronowal application. 
(9VAC5-80-110G.2) 

96. General Conditions-Need to Halt or Reduce Activity notaDcfcnsc-ltshall not boa 
defense fbrapcrrnittccmanonmrccmcntactionthatitw 
rcduccmcpcrmittcdactivityinordcrtomaintam compliance with mcconditionsoft^^ 
permit. 
(9VAC5-80-110G.3) 

97. General Conditions-PormitModification-Aphysical change in, orchangc in the 
mothodof operation of, this stationary sourccmaybcsubjocttopcrmittmgu^^ 
Rc^ulations9VAC5-80-50,9VAO5-80-1100,9VAC5-80-1605,or9VAC5-80-2000 
and may rcquircapcrmitmodificationand/orrovisionsoxccptas may bo authorized in any 
approved alternative operating scenarios. 
(9VAC5-80-190and9VAC5-80-260) 

98. General Condition^-PropcrryRigbts-Thcpcrmitdocsnotconvcyanypropcrtyrightsof 
any sort, or any exclusive privilege. 
(9VAC5-80-110G.5) 

99. General Conditions-DutytoSubmitlnformation-Thopcrn^ttccshallmrm^ 
Hoard, witmnarcasonablc time, anyinfbrmationthatmcHoardmayrcquost in w^ 
dctorn^no whcmcrcausc exists formodifying, revoking and reissuing, ortcrminatingti^^ 
permit ortodctcrmmocomplianccwim the permit. Uponrcqucst, the permittee shall ^ 
furmsh to the Hoard copicsofrccords required to bokeptbythopern^ 
claimed to bo contidential, the pormiticoshallfm^ishsuchrccords to t^^ 
claim of confidentiality. 
(9VAC5-80-110G.6) 

100. General Conditions-Duty to Submit Information-Any document (includingrcports) 
rcquircdmapcrnntconditiontohcsubnnttcdtomoHoardshallcontainacorti^ 
rosponsibloofficialthatmcctsthorcquircmcntsof9VAC 5-80-80 G. 
(9VAC5-80-110^.1) 

101. General Conditions-Dutyto Pay PcrmitFccs-Thcownorof any sourccforwhicha 
pcrmitundor9VAC5-80-50tltrough9VAC5-80-300wasissucdshallpaypcrmitfccs 
consistcntwimmcrcquircmcntsof9VAC5-80-310through9VAC 5-80-350 inaddition to 
anannualpormitmaintonancctocconsistcntwith the requirements of9VAC5-80-2310 
through9VAC 5-80-2350. The acmalcn ŝsions covered bythc permit programs 
prcccdingycarshallbc calculated byt 
ofoach year. The calculations and fmal amount of omissions arc suhjoctto verification 
final dctorrninationhytho Department. Thcamountofthoannualpcrmitmainton^ 
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shall be me largestapplicable base pern^tmamtenancefeeamountfrom Table 8-llAin9 
VAC 5-80-2340, adjustedannuallybytbe change in the Consumers 
(OVAC5-80-110H,9VAC5-80-340Cand9VAC5-80-2340 8) 

102Ceneral Conditions-Fugitive Dust Emission Standards-D^ 
stationary source or any omer building, structure,facili^ 
person shall cause orperrnit any materials orpropertyto be handled, fransported, stored, 
used, constructed, altered, repaired,ordemolish^wimouttalringreasonableprecautio^ 
preventparticulatematterfrombeoomingairbOme.SuchreasOnable precautions may 
include, butarenotlimited to, tbe following: 

a. Use, where possible, ofwateror chemicals fbrconfrol of dust in tbe demolition of 
existmgbuildmgsorstructures, construction operations, me gradm^ 
clearing ofland; 

b. Application of asphalt, water, orsuitable chemicals on dirtroads,materials stockpiles, 
and othersurfaceswhichmay create airhomedust; the paving ofroadways and the 
maintaining oftheminaclean condition; 

c. Installation and use ofhoods,fans,andfabric filters to encloseandventthe handling of 
dusty material. Adequate containmentmethods shall be employed during sandblasting 
or similar operations; 

d. Open equipment forconveyingortransp 
airpollutionwhenairbome shall beeoveredortreatedman equally effoctivemannerat 
all times when inmotion; and, 

e. The promptremoval of spilled ortracked dirt orothermaterials from paved streets and 
ofdried sediments resulting from soil erosion. 

(9VAC5-50-90) 

103.General Conditions-Star^p,Sbutdown,andMalfunction-Atallt^ 
periods of startup, shutdown, andsootblowing, andmalfunction, owners shall,to m^ 
practicable, mamtamandor^rateany affected frtcilityincludm^ 
confroloquipmentinamannerconsistentwim 
emissions. Determinationofwhemeracceptableoperatingandmaintenanceproceduresare 
being used will be based oninformation available to tbe Hoard, wbicbmay include, but 
notlimited to, monitoringresults, opacity observations, review of operatmgandmainto^ 
procedures, and inspection oftbe source. 
(9VAC5-50-20E) 
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104 ^ n e r ^ C o n d O n s - ^ 
aobangobotwoonrcasonablyantioipatodopcratingsconariosidontitiodintbis 
pormitioosballrocordmalogatmcporm^^ 
i s o p e r a t i ^ ^ p e ^ 
oonditionsundorcacbsuobopcratingsconario.Thotormsandconditionsofoacb^ 
altomativosconariosballmoctall applicable roquiromontsmcludingmoroquiromont̂  
VAC5Cbaptor80,Articlol. 
( 9 V A C 5 ^ 1 1 0 ^ 

105 GouoralCoudltlous ^uspcotlouaudEutryRaqu^^ 
DEQ, uponpresentation ofcrodontials and other documents as may bo required bylaws 
perform tbo following: 

^ Entorupontbcpromiscswborotbosourcc is located oromissions-rolatodactivity is 
conducted, orwbororocordsnmstbckcptundor^ 

b. Havcaccossto and copy,atrcasonablo times, anyrccordstbatmust bo koptundortbo 
terms and conditions oftbcpcrmit 

c. Inspcctatroasonablctimcsanyfacilitics, equipment (includingmonitoringandair 
pollution control equipment), practices, or operations regulated orrcquircdundcrtbo 
permit. 

d. Sample ormomtoratrcasonablctimes'substances orparamotcrsfortbcpurpose of 
assuring compliance witb tbcpcrmit or applicable requirements. 

^VAC5^u-110^andCondition37ofJanuary 30,2015 permit) 

106. GeneralConditions-RcopcnmgForCausc-Tbopormitsballbcrcopcncdbym^ 
additional fodcralrcquiromcntsbccomcapplicablotoam^orsourcowitbarcmammgpormit 
tormoftnrocyoarsormorc.Sucbroopcningsballbccomplotcdnolatcrtbanl^monms^ 
promulgation oftbo applicable requirement. No suobrcoponmgis required i f t b o o ^ 
datooftborcquircmontislatcrmanmcdatoonwbicbtbopcrmitisduo to expire, urdosstî ^ 
original permit oranyofitstcrmsand conditions bas boon extended pursuantto^VAC 5-
80-80E.Tho conditions forrcoponingapcrmitaro as follows: 

a. The pcrmitsballborcoponodiftbo Hoard ortboadnnmstratordctormm^ 
permit containsamatcrialmistakoortbat inaccurate statements wore made in 
ostablisbingmccn^ssionsstandardsorotbortormsorconditionsofmcpcrmi^^ 

b. Tbe permit sball bo rcopcnodiftboadmmistiatorortbo Hoard dctorminostbattbo 
pormitmust bo revised orrovoked to assurocomplianco witb tbcapplicablo 
roquiromonts. 
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c. The permit shall not be reopened by the Board if additional applicable state 
requirements become applicable to a major source prior to the expiration date 
established under 9 VAC 5-80-110 D. 

(9 VAC 5-80-110 L) 

107. General Conditions - Permit Availability - Within five days after receipt ofthe issued 
permit, the permittee shall maintain the permit on the premises for which the permit has been 
issued and shall make the permit immediately available to DEQ upon request. 
(9 VAC 5-80-150 E) 

108; General Conditions - Transfer of Permits - No person shall transfer a permit from one 
location to another, unless authorized under 9 VAC 5-80-130, or from one piece of 
equipment to another. 
(9 VAC 5-80-160 and Condition 42 of January 30. 2015 permit) 

109. General Conditions - Transfer of Permits - In the case of a transfer of ownership of a 
stationary source, the new owner shall comply with any current permit issued to the previous 
owner. The new owner shall notify the Board ofthe change in ownership within 30 days of 
the transfer and shall comply with the requirements of 9 VAC 5-80-200. 
(9 VAC 5-80-160 and Condition 42 of January 30,2015 Permit) 

110. General Conditions - Transfer of Permits - In the case of a name change of a stationary 
source, the owner shall comply with any current permit issued under the previous source 
name. The owner shall notify the Board of the change in source name within 30 days ofthe 
name change and shall comply with the requirements of 9 VAC 5-80-200. 
(9 VAC 5-80-160) 

111. General Conditions - Malfunction as an Affirmative Defense - A malfunction constitutes 
an affirmative defense to an action brought for noncompliance with technology-based 
emission limitations if the requirements stated in Condition 112 are met. 
(9 VAC 5-80-250) 

112. General Conditions - Malfunction as an Affirmative Defense - The affirmative defense of 
malfunction shall be demonstrated by the permittee through properly signed, 
contemporaneous operating logs, or other relevant evidence that show the following: 

a. A malfunction occurred and the permittee can identify the cause or causes ofthe 
malfunction. 

b. The permitted facility was at the time being properly operated. 

c. During the period of the malfunction the permittee took all reasonable steps to 
minimize levels of emissions that exceeded the emission standards, or other 
requirements in the permit. 
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d. The permittee notified the Board of the malfunction within two working days following 
the time when the emission limitations were exceeded due to the malfunction. This 
notification shall include a description of the malfunction, any steps taken to mitigate 
emissions, and corrective actions taken. The notification may be delivered either orally 
or in writing. The notification may be delivered by electronic mail, facsimile 
transmission, telephone, or any other method that allows the permittee to comply with 
the deadline. This notification fulfills the requirements of 9 VAC 5-80-110 F.2.b to 
report promptly deviations from permit requirements. This notification does not release 
the permittee from the malfunction reporting requirement under 9 VAC 5-20-180 C 

(9 VAC 5-80-250) 

113. General Conditions - Malfunction as an Affirmative Defense - In any enforcement 
proceeding, the permittee seeking to establish the occurrence of a malfunction shall have the 
burden of proof. 
(9 VAC 5-80-250) 

114. General Conditions - Malfunction as an Affirmative Defense - The provisions of 
Conditions 112-113 are in addition to any malfunction, emergency or upset provision 
contained in any applicable requirement. 
(9 VAC 5-80-250) 

115. General Conditions - Permit Revocation or Termination for Cause - A permit may be 
revoked or terminated prior to its expiration date if the owner knowingly makes material 
misstatements in the permit application or any amendments thereto or i f the permittee 
violates, fails, neglects or refuses to comply with the terms or conditions of the permit, any 
applicable requirements, or the applicable provisions of 9 VAC 5 Chapter 80 Article L The 
Board may suspend, under such conditions and for such period of time as the Board may 
prescribe any permit for any grounds for revocation or termination or for any other 
violations of these regulations. 
(9 VAC 5-80-190 C, 9 VAC 5-80-260, and Condition 36 of January 30,2015 permit) 

116. General Conditions - Duty to Supplement or Correct Application - Any applicant who 
fails to submit any relevant facts or who has submitted incorrect information in a permit 
application shall, upon becoming aware of such failure or incorrect submittal, promptly 
submit such supplementary facts or corrections. An applicant shall also provide additional 
information as necessary to address any requirements that become applicable to the source 
after the date a complete application was filed but prior to release of a draft permit 
(9 VAC 5-80-80 E) 

117. General Conditions - Stratospheric Ozone Protection - If the permittee handles or emits 
one or more Class I or II substances subject to a standard promulgated under or established 
by Title VI (Stratospheric Ozone Protection) of the federal Clean Air Act, the permittee shall 
comply with all applicable sections of 40 CFR Part 82, Subparts A to F. 
(40 CFR Part 82, Subparts A-F) 
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118. General Conditions - Asbestos Requirements - The permittee shall comply with the 
requirements of National Emissions Standards for Hazardous Air Pollutants (40 CFR 61) 
Subpart M, National Emission Standards for Asbestos as it applies to the following: 
Standards for Demolition and Renovation (40 CFR 61.145), Standards for Insulating 
Materials (40 CFR 61.148), and Standards for Waste Disposal (40 CFR 61 150) 
(9 VAC 5-60-70 and 9 VAC 5-80-110 A.l) 

119. General Conditions •> Accidental Release Prevention - If the permittee has more, or will 
have more than a threshold quantity of a regulated substance in a process, as determined by 
40 CFR 68.115, the permittee shall comply with the requirements of 40 CFR Part 68 
(40 CFR Part 68) 

120. General Conditions - Changes to Permits for Emissions Trading - No permit revision 
shall be required under any federally approved economic incentives, marketable permits, 
emissions trading and other similar programs or processes for changes that are provided for 
in this permit. 
(9 VAC 5-80-1101) 

121. General Conditions - Emissions Trading - Where the trading of emissions increases and 
decreases within the permitted facility is to occur within the context ofthis permit and to the 
extent that the regulations provide for trading such increases and decreases without a case-
by-case approval of each emissions trade: 

a. All terms and conditions required under 9 VAC 5-80-110, except subsection N, shall be 
included to determine compliance. 

b. The permit shield described in 9 VAC 5-80-140 shall extend to all terms and conditions 
that allow such increases and decreases in emissions. 

c. The owner shall meet all applicable requirements including the requirements of 9 VAC 
5-80-50 through 9 VAC 5-80-300. 

(9 VAC 5-80-1101) 

122. General Conditions - Violation of Ambient Air Quality Standard - The permittee shall, 
upon request ofthe DEQ, reduce the level of operation or shut down a facility, as necessary 
to avoid violating any primary ambient air quality standard and shall not return to normal 
operation until such time as the ambient air quality standard will not be violated 
(9 VAC 5-20-1801,9 VAC 5-80-1180, and Condition 41 of January 30,2015 permit) 


